
0 5' 10' 15' 20' 25'

5'

30' 35' 40' 45' 50' 55' 60' 65' 70' 80'75'

A A'

1124.50 TW
1123.50 BW

1125.50 TW
1123.50 BW

1126.50 TW 1126.50 TW

1124.00 BW

1127.50 TW 1127.50 TW

1125.00 BW

1128.50 TW
1127.00 BW
1128.50 TW

A



2

2

2

2

1

1

1

1 1

1

1

1

1

A

A'

0 5' 10' 15' 20' 25'

5'

30' 35'

A A'

40' 35'

1136

1137

1138

1139

1139.00 TW
1136.25 BW 1139.00 TW

1137 BW
1139.00 TW

1136.5 BW
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SITE WALL DETAILS

LS-406

DA

AW

DA

24074

CITY OF CANTON

770.720.7674

CANTON, GA 30114

SOUTH CANTON
PARK

AUGUST 15, 2025

100% CONSTRUCTION DOCUMENTS

CANTON, GA 30114
110 ACADEMY STREET

2939 MARIETTA HWY

SALVAGED CONCRETE WALLS
1" = 1'-0"

SALVAGED CONCRETE WALL -
NON-RETAINING

SALVAGED CONCRETE WALL -
RETAINING

NOTES:
1. DURING DEMOLITION, CONTRACTOR TO EVALUATE CONDITION

AND SUITABILITY OF EXISTING CONCRETE DRIVEWAY FOR USE IN
WALL CONSTRUCTION. IF CONCRETE IS FOUND UNSUITABLE,
CONTRACTOR TO CONSULT WITH LANDSCAPE ARCHITECT FOR
ALTERNATIVE SOLUTIONS.

2. SALVAGED CONCRETE SLABS TO BE RELATIVELY UNIFORM IN
WIDTH. LENGTH VARIES. MIN. LENGTH 24", MAX. LENGTH 48"

3. TOPS OF WALLS TO BE RELATIVELY SMOOTH.
4. FACE OF WALL TO BE SPLIT FACE, WITH NO SHARP

PROTRUSIONS. MAXIMUM VARIATION IN WALL FACE 1"

18" TYP.

24
", 

TY
P.

12
" B

EL
O

W
G

R
AD

E,
 T

YP
.

36", TYP.

18" TYP.

30
" M

AX
. H

T.

12
"

BE
LO

W
G

R
AD

E,
TY

P.

36", TYP.

18
", 

TY
P.

COMPACTED SUBGRADE. 95%
STANDARD PROCTOR TEST

6" GRADED AGGREGATE BASE
(GAB), COMPACTED TO  95%
STANDARD PROCTOR TEST

ADJACENT FLUSH CURB AND
PLAYGROUND SURFACING.

(SEE LAYOUT PLANS)

SALVAGED CONCRETE SLABS
(SEE NOTES)

 4" SOCK PIPE. MIN. 1% SLOPE.
TIE INTO STORM DRAIN SYSTEM.
INSTALL PER MANUFACTURER'S

RECOMMENDATIONS

#57 WASHED STONE

6",
TYP.

6"-8"

COMPACTED SUBGRADE. 95%
STANDARD PROCTOR TEST

6" GRADED AGGREGATE BASE
(GAB), COMPACTED TO  95%
STANDARD PROCTOR TEST

SALVAGED CONCRETE SLABS
(SEE NOTES)

 4" SOCK PIPE. MIN. 1% SLOPE.
TIE INTO STORM DRAIN SYSTEM.
INSTALL PER MANUFACTURER'S

RECOMMENDATIONS

#57 WASHED STONE
ADJACENT
TURF

ADJACENT
LANDSCAPE

ADJACENT

LANDSCAPE

EXAMPLE IMAGES

3

STAGE SECTION - AT LANDSCAPE

2"
OVERHANG

TYPICAL
ON ALL
SIDES

4"

12
" M

IN
. T

O
TO

P 
O

F
FO

O
TE

R
30

" M
AX

., 
TY

P.

14" CAP

12"

WIDTH OF FOOTER
(SEE FOOTER SCHEDULE)

NATIVE GRADE OR COMPACTED SUBGRADE.
95% STANDARD PROCTOR TEST

4000 PSI CONCRETE FOOTING W/
MICROMESH ADDITIVE

(1
2 LB. BAG / CUBIC YARD)

4" GRADED AGGREGATE BASE (GAB),
COMPACTED TO  95% STANDARD PROCTOR TEST

3" THICK GRANITE CAP (TOP FINISH - THERMAL, EDGE
FINISH - SPLIT FACE; SEE SEPARATE PLAN VIEW)

3500 PSI MORTAR WITH
LATTICRETE ADDITIVE

STAGE
SEE DETAIL                  FOR

LAYOUT OVERVIEW
SEE STRUCTURAL FOR

CONCRETE, REINFORCEMENT,
AND TURNDOWN SPECIFICATIONS

1-
0"

 H
T.

(QTY. 3) #4 DEFORMED HORIZONTAL
REBAR, CONTINUOUS

#4 DEFORMED REBAR, 18" O.C.

4" STAINLESS STEEL DOWEL (QTY. 2 PER CAP)

GRANITE RUBBLE WALL (SEE NOTES)

3"

(D
) D

EP
TH

 O
F 

FO
O

TI
N

G
 F

R
O

M
 F

IN
IS

H
ED

 G
R

AD
E

NOTES:
1. SEE GRANITE RUBBLE WALL DETAIL

FOR ADDITIONAL GRANITE AND FOOTER
NOTES

ADJACENT
LANDSCAPE

2"
OVERHANG

TYPICAL
ON ALL
SIDES

4"

12
" M

IN
. T

O
TO

P 
O

F
FO

O
TE

R
24

", 
TY

P.

14" CAP

12"

WIDTH OF FOOTER
(SEE FOOTER SCHEDULE)

1-
0"

 H
T.

3"

(D
) D

EP
TH

 O
F 

FO
O

TI
N

G
 F

R
O

M
 F

IN
IS

H
ED

 G
R

AD
E

ADJACENT
HARDSCAPE

1/LS-408

1/LS-405

STAGE SECTION
1" = 1'-0"

STAGE SECTION - AT CONCRETE EDGE

NATIVE GRADE OR COMPACTED SUBGRADE.
95% STANDARD PROCTOR TEST

4000 PSI CONCRETE FOOTING W/
MICROMESH ADDITIVE

(1
2 LB. BAG / CUBIC YARD)

4" GRADED AGGREGATE BASE (GAB),
COMPACTED TO  95% STANDARD PROCTOR TEST

3" THICK GRANITE CAP (TOP FINISH - THERMAL, EDGE
FINISH - SPLIT FACE; SEE SEPARATE PLAN VIEW)

3500 PSI MORTAR WITH
LATTICRETE ADDITIVE

(QTY. 3) #4 DEFORMED HORIZONTAL
REBAR, CONTINUOUS

#4 DEFORMED REBAR, 18" O.C.

4" STAINLESS STEEL DOWEL (QTY. 2 PER CAP)

GRANITE RUBBLE WALL (SEE NOTES)

STAGE
SEE DETAIL                  FOR

LAYOUT OVERVIEW
SEE STRUCTURAL FOR

CONCRETE, REINFORCEMENT,
AND TURNDOWN SPECIFICATIONS

1/LS-408

2

AMPHITHEATER WALLS
1" = 1'-0"

28" CAP

24"

18
" T

YP
.

ADJACENT
LANDSCAPE

12
" M

IN
. T

O
TO

P 
O

F
FO

O
TE

R

6"-8"

SECTION

4"
1-

0"
 H

T.

3"

(D
) D

EP
TH

 O
F

FO
O

TI
N

G
 F

R
O

M
FI

N
IS

H
ED

 G
R

AD
E

WIDTH OF FOOTER
(SEE FOOTER SCHEDULE)

NOTES:
1. SEE GRANITE RUBBLE WALL DETAIL

FOR ADDITIONAL GRANITE AND FOOTER
NOTES

1/LS-405

3" THICK GRANITE CAP (TOP FINISH - THERMAL, EDGE
FINISH - SPLIT FACE; SEE SEPARATE PLAN VIEW)

3500 PSI MORTAR WITH LATTICRETE ADDITIVE

ADJACENT HARDSCAPE. (SEE LAYOUT PLANS)

4" STAINLESS STEEL DOWEL (QTY. 4 PER CAP)

GRANITE RUBBLE WALL (SEE NOTES)

NATIVE GRADE OR COMPACTED SUBGRADE.
95% STANDARD PROCTOR TEST

4000 PSI CONCRETE FOOTING W/
MICROMESH ADDITIVE

(1
2 LB. BAG / CUBIC YARD)

4" GRADED AGGREGATE BASE (GAB),
COMPACTED TO  95% STANDARD PROCTOR TEST

(QTY. 3) #4 DEFORMED HORIZONTAL
REBAR, CONTINUOUS

#4 DEFORMED REBAR, 18" O.C.

6" 'MULTIFLOW'
DRAIN PIPE OR 6"
SOCK PIPE. MIN. 1%
SLOPE. TIE INTO
STORM DRAIN
SYSTEM.
INSTALL PER
MANUFACTURER'S
RECOMMENDATIONS

6" TY
P.

FILTER FABRIC

#57 WASHED STONE

1

SALVAGED CONCRETE WALL - PLAN
SCALE: 14" = 1'-0"

NOTES:
1. CONTRACTOR TO REFER TO 1/LS-405 FOR SALVAGED CONCRETE WALL DETAIL.
2. CONTRACTOR TO REFERENCE LANDSCAPE ARCHITECTURE SUPPLEMENTAL

GRADING (LS-100 SERIES) FOR TOP/BOTTOM OF WALL ELEVATIONS.

3/LS-406

SALVAGED CONCRETE WALL -  PROFILE A - A'
SCALE: 14" = 1'-0"

40'-1 14"

WALL PROFILE 'B'
1/4" = 1'-0"4

SALVAGED CONCRETE WALL

FINISHED GRADE - REFER
TO PLAN VIEW FOR

ADJACENT CONDITIONS

BOULDER WALL,
SEE 3/LS-405
FOR DETAIL

ADJACENT LANDSCAPE,
SEE LANDSCAPE PLANS

BOULDER WALL, TYP.

LANDSCAPE BEYOND
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FENCE DETAILS

LS-407

DA

AW

DA

24074

CITY OF CANTON

770.720.7674

CANTON, GA 30114

SOUTH CANTON
PARK

AUGUST 15, 2025

100% CONSTRUCTION DOCUMENTS

CANTON, GA 30114
110 ACADEMY STREET

2939 MARIETTA HWY

DOG PARK FENCE
1" = 1"

NOTES:
1. REFER TO 5/LS-500 FOR PRODUCT SPECIFICATIONS.
2. INSTALL PER MANUFACTURER'S RECOMMENDATIONS.

Tel: 450-686-9600
      1-800-836-6342
Fax: 450-681-5318

www.omegafence.com

Omega II Fence Systems
1735, Blvd. St-Elzéar West
Laval, Quebec
H7L 3N6

OMEGA ARCHITECTURAL PANELS MOUNTED ON SQUARE POSTS (HEIGHT 5')

WEB
REVISION : 05/21

PANNEAUX OMEGA ARCHITECTURALE SUR POTEAUX CARRÉS (GRANDEUR 5')

1 15/16" [50mm]
c/c

1"
[25.4mm]

b/c
6"

[152.4 mm]

611
8"

[1552 mm]

9211
16"

[2355 mm]

Panel / Panneau 5' (33 lb/15 kg) Universal Collar /
Attache Universelle

WIRE 6 GA
[Ø4.88mm]

7/LS-500

1

DOUBLE GATE ENTRY SYSTEM
1/2" = 1'-0"

14
'-0

"

10'-0"

1'
-0

"
TY

P.
12

'-0
"

4" SINGLE PEDESTRIAN GATE

FLUSH CURB UNDER FENCE, TYP.

ARTIFICIAL TURF, TYP.

CORNER POST, TYP.

LANDSCAPE AREA, TYP.

DOG PARK RULES SIGN
MOUNTED TO FENCE

EDGE OF CONCRETE,
TYP.

6

DOG PARK GATE - SINGLE
1" = 1"

NOTES:
1. REFER TO                 FOR PRODUCT SPECIFICATIONS.
2. INSTALL PER MANUFACTURER'S RECOMMENDATIONS.

7/LS-500

Tel: 450-686-9600
      1-800-836-6342
Fax: 450-681-5318

www.omegafence.com

Omega II Fence Systems
1735, Blvd. St-Elzéar West
Laval, Quebec
H7L 3N6

OMEGA ARCHITECTURAL SINGLE SWING GATE

WEB
REVISION : 12/21

BARRIÈRE OMEGA ARCHITECTURALE À BATTANT SIMPLE

GATE
Porte

APPROX.
36"

[914 mm]

PANEL
& GATE
HEIGHT

Hauteur
panneau
& porte

LATCH
Loquet

HINGE
Charnière

2"

[51 mm]

OPENING
Ouverture

GATE POST DIMENSIONS

GATE HEIGH
OPENING OF A
SINGLE LEAF

OVER

OPENING OF A
SINGLE LEAF UP

TO
POST

4'-0"
3' 11' 3" x 3" 11 ga

11' 16' 4" x 4" 11ga
16' 19' 6" x 6" 3/16"

6'-0"
3' 9' 3" x 3" 11 ga
9' 13' 4" x 4" 11ga

13' 19' 6" x 6" 3/16"

8'-0"
3' 7' 3" x 3" 11 ga
7' 9' 4" x 4" 11ga
9' 19' 6" x 6" 3/16"

DIMENSION DES POTEAUX DE PORTE

HAUTEUR
DE PORTE

OUVERTURE D'UN
SIMPLE BATTANT

AU DESSUS

OUVERTURE D'UN
SIMPLE BATTANT

JUSQU'À
POTEAU

4'-0"
3' 11' 3" x 3" 11 ga

11' 16' 4" x 4" 11ga
16' 19' 6" x 6" 3/16"

6'-0"
3' 9' 3" x 3" 11 ga
9' 13' 4" x 4" 11ga

13' 19' 6" x 6" 3/16"

8'-0"
3' 7' 3" x 3" 11 ga
7' 9' 4" x 4" 11ga
9' 19' 6" x 6" 3/16"

SOLID/SMOOTH
SURFACE FOR
ADA ACCESS.
COORDINATE

WITH
MANUFACTURER

10
"

2 DOG PARK GATE - DOUBLE
1" = 1"

NOTES:
1. REFER TO                 FOR PRODUCT SPECIFICATIONS.
2. INSTALL PER MANUFACTURER'S RECOMMENDATIONS.

7/LS-500

Tel: 450-686-9600
      1-800-836-6342
Fax: 450-681-5318

www.omegafence.com

Omega II Fence Systems
1735, Blvd. St-Elzéar West
Laval, Quebec
H7L 3N6

OMEGA ARCHITECTURAL DOUBLE SWING GATE

WEB
REVISION : 12/21

BARRIÈRE OMEGA ARCHITECTURALE À BATTANT DOUBLE

OPENING
Ouverture

GATE
Porte

APPROX.
36"

[914 mm]

PANEL
& GATE
HEIGHT

Hauteur
panneau
& porteLATCH

Loquet

HINGE
Charnière

2"

[51 mm]

GATE POST DIMENSIONS

GATE HEIGH
OPENING OF A
SINGLE LEAF

OVER

OPENING OF A
SINGLE LEAF UP

TO
POST

4'-0"
3' 11' 3" x 3" 11 ga

11' 16' 4" x 4" 11ga
16' 19' 6" x 6" 3/16"

6'-0"
3' 9' 3" x 3" 11 ga
9' 13' 4" x 4" 11ga

13' 19' 6" x 6" 3/16"

8'-0"
3' 7' 3" x 3" 11 ga
7' 9' 4" x 4" 11ga
9' 19' 6" x 6" 3/16"

DIMENSION DES POTEAUX DE PORTE

HAUTEUR
DE PORTE

OUVERTURE D'UN
SIMPLE BATTANT

AU DESSUS

OUVERTURE D'UN
SIMPLE BATTANT

JUSQU'À
POTEAU

4'-0"
3' 11' 3" x 3" 11 ga

11' 16' 4" x 4" 11ga
16' 19' 6" x 6" 3/16"

6'-0"
3' 9' 3" x 3" 11 ga
9' 13' 4" x 4" 11ga

13' 19' 6" x 6" 3/16"

8'-0"
3' 7' 3" x 3" 11 ga
7' 9' 4" x 4" 11ga
9' 19' 6" x 6" 3/16"

3

FENCE INSTALLATION ON CURVE
1" = 1'-0"

NOTES:
1. DRAWING IS FOR DESIGN INTENT ONLY.
2. CONTRACTOR TO PROVIDE SHOP DRAWINGS FOR APPROVAL

SHOWING POST LAYOUT AND PANEL LENGTHS PRIOR TO
INSTALLATION OF CONCRETE CURB.

3. INSTALL PER MANUFACTURER'S RECOMMENDATIONS

CENTER POSTS ON 12" FLUSH
CONCRETE CURB, TYP.

12" FLUSH CONCRETE CURB.
RADII VARY, SEE PLANS

ON SMALLER RADDII, WHERE
STANDARD 92 11

16" FENCE PANEL
WILL DEFLECT OUTSIDE THE

RADIUS OF THE CURB, CUT
PANELS AND REDUCE POST

SPACING
(48" MIN. O.C.)

48
" M

AX
. O

.C
., 

TY
P.

4

FENCE INSTALLATION ON SLOPE
1" = 1'-0"

NOTES:
1. DRAWING IS FOR DESIGN INTENT ONLY.
2. CONTRACTOR TO PROVIDE SHOP DRAWINGS FOR APPROVAL SHOWING POST LAYOUT

AND PANEL LENGTHS PRIOR TO INSTALLATION OF CONCRETE CURB.
3. ANGLE-CUT PANELS MAY REQUIRE TALLER PANELS AND POSTS TO BE CUT DOWN TO SIZE.
4. INSTALL PER MANUFACTURER'S RECOMMENDATIONS

ON STEEP SLOPES WHERE
STANDARD 92 11

16" FENCE PANEL
WILL RESULT IN A BOTTOM GAP

LARGER THAT 4", CUT PANELS AT
AN ANGLE AND REDUCE POST

SPACING
(48" MIN. O.C.) 12" FLUSH CONCRETE CURB.

SLOPES VARY, SEE PLANS

48" MAX. O.C., TYP.

60
" H

T.
, T

YP
.

5
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STAGE AND AMPHITHEATER
DETAILS

LS-408

DA

AW

DA

24074

CITY OF CANTON

770.720.7674

CANTON, GA 30114

SOUTH CANTON
PARK

AUGUST 15, 2025

100% CONSTRUCTION DOCUMENTS

CANTON, GA 30114
110 ACADEMY STREET

2939 MARIETTA HWY

3

3

3

2
12

2

2
1

1

11
1

1

1 1

1

1

2

2

2

1

1

1

1 1

20'-0" O
VERALL STAGE DEPTH

STAGE AND AMPHITHEATER SECTION
1/4" = 1'-0"

35'-0"  OVERALL STAGE W
IDTH

LANDSCAPE
AREA BEYOND 20'-0" OVERALL STAGE DEPTH

8'-0" ACCESS
LANDING

20'-0" OVERALL STAGE DEPTH
LANDSCAPE

AREA BEYOND18'-0" PIT AREA18'-0" PIT AREA
5'-0"

TERRACE
FLEX LAWN

BEYOND
FLEX LAWN

BEYOND
5'-0"

TERRACE

PAVILION

B

B'

+ 1136.00 TOP OF STAGE

STAGE

STAGE ACCESS PATH

PIT AREA

AMPHITHEATER
WALL, TYP.

TERRACE

+ 1134.00 BOTTOM
 OF STAGE

+ 1135.50 BW
+ 1134.00 BW+ 1135.00

TERRACE

+ 1136.50 BW

+ 1136.00 BW

PAVILION

STAGE

PIT AREA

SEATWALL, TYP.

TERRACE

PLAN VIEW

SECTION A - A' SECTION B - B'

DECORATIVE PAVING,
SEE DETAIL ________

CONCRETE ACCESS
WALKWAY TO STAGE.

PEDESTRIAN CONCRETE 'A'
SEE DETAIL _______

PAVILION ROOFLINE
(SEE ARCH)

LANDSCAPE AREA, TYP.

CONCRETE STAGE.
SEE STRUCTURAL FOR

CONCRETE, REINFORCEMENT,
AND TURNDOWN SPECIFICATIONS

PAVILION SUPPORT
COLUMN, TYP.

(SEE ARCH)

CONCRETE PIT AREA.
PEDESTRIAN CONCRETE 'B'

SEE DETAIL _______

BOULDERS, TYP.
SEE DETAIL _______

LARGE PRESERVED
EXISTING TREE

STAGE WALL.
SEE DETAIL _______

1/LS-500

14/LS-500

2/LS-406

2/LS-500

3/LS-405

AMPHITHEATER WALL, TYP.
SEE DETAIL _______

CONCRETE TERRACE.
PEDESTRIAN CONCRETE 'B'
SEE DETAIL _______

CONCRETE STEPS, TYP.
SEE DETAIL _______

1/LS-500

1/LS-406

/

A

A'

SCORELINES, TYP.

TURNDOWN EDGE -12"
ALONG ENTIRE LENGTH

ADJACENT TO
LANDSCAPE AREA

+ 1136
+ 1135

+ 1134

1
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ARTIFICIAL TURF

DOG PARK SPLASH PAD - SMALL
1/2" = 1'-0"

GENERAL NOTES:
1. DRAWINGS ARE FOR DESIGN INTENT ONLY. CONTRACTOR TO SUBMIT

DRAWINGS FROM A QUALIFIED FOUNTAIN DESIGNER FOR REVIEW PRIOR TO
CONSTRUCTION.

2. THE SPLASH PAD IS AN EXTERIOR "DRY-DECK" INTERACTIVE STYLE FOUNTAIN
THAT IS 9'-0" IN DIAMETER.

3. THE FOUNTAIN INCLUDES ALL LOW-FLOW FIXTURES. THERE ARE QTY. 5 FLUSH
MOUNT  SPRAYS INTEGRATED INTO THE CONCRETE PAD THAT VARY IN HEIGHT.

4. THE SPLASH PAD OPERATES AS A FLOW-THROUGH SYSTEM. ALL SPLASH PAD
WATER WILL BE COLLECTED VIA ONE CENTRAL AREA DRAIN THAT WILL BE
DIRECTED TO THE ADJACENT BIOSWALE.

5. CONTRACTOR TO REFER TO LANDSCAPE ARCHITECTURE PLANS FOR LOCATION
OF ACTIVATION BUTTON AND MECHANICAL EQUIPMENT.

6. THE WATER FEATURE MECHANICAL AND ELECTRICAL DRAWINGS ARE
DIAGRAMMATIC, INTENDED TO INDICATE THE SCOPE OF WORK TO BE DONE.
EQUIPMENT AND MATERIAL LOCATIONS MAY BE DISTORTED FOR CLARITY IN
PRESENTATION.

7. QUESTIONS PERTAINING TO WORK THAT DOES NOT APPEAR TO BE
SUFFICIENTLY DETAILED OR EXPLAINED, OR PERTAINING TO THE TRUE
MEANING OF A PART OF THE DRAWINGS OR SPECIFICATIONS, OR
DISCREPANCIES FOUND EXISTING IN OR BETWEEN THE SPECIFICATIONS AND
DRAWINGS, SHALL BE REFERRED TO THE LANDSCAPE ARCHITECT FOR
CLARIFICATION.

MECHANICAL NOTES:
1. THE INSTALLATION SHALL COMPLY WITH LOCAL PLUMBING CODES.
2. PRESSURIZED CITY WATER LINES SUPPLYING THE WATER FEATURE SYSTEM

SHALL BE OF COPPER AND SHALL BE PROTECTED BY A BACKFLOW
PREVENTION DEVICE AND PRESSURE REDUCTION VALVE SET AT 50 PSI
MAXIMUM.

3. PIPING RUNS SHALL BE MADE AS DIRECT AS POSSIBLE USING THE MINIMUM
NUMBER OF FITTINGS. PIPE SHALL SLOPE TO THE PUMP FOR DRAINAGE AND
SHALL BE FREE OF TRAPS OR LOOPS THAT COULD TRAP WATER OR AIR.

4. IF PIPING CANNOT BE SLOPED TO PUMP, MAKE PROVISIONS FOR COMPLETE
DRAINING OF EACH PIPE WITH A MINIMUM OF 1 12" LINE AND VALVE AT THE
LOWEST POINT.

5. PIPING SHALL BE PRESSURE TESTED PRIOR TO BACK-FILLING AND SHALL BE
PROPERLY SUPPORTED.

WATER FEATURE SPECIFICATION NOTES:
1. THE INSTALLER SHALL BE RESPONSIBLE FOR PURCHASING WATER FEATURE

COMPONENTS, AS WELL AS PROVIDING LABOR AND MATERIALS REQUIRED
EFFECTING THE INSTALLATION OF THE OPERATIONAL SYSTEMS AS DETAILED IN
THE PLANS AND SPECIFICATIONS.

2. THE PRIME WATER FEATURE INSTALLED SHALL FURNISH FOUNTAIN
ELECTRICAL COMPONENTS TO THE ELECTRICAL INSTALLER FOR INSTALLATION
AND CONNECTION.

3. A SINGLE MANUFACTURER SHALL SUPPLY ELECTRICAL AND MECHANICAL
WATER FEATURE COMPONENTS IN ORDER TO ENSURE THE INTEGRITY OF THE
WATER FEATURE DESIGN.

1'-0" 1'-6" 9'-0"

15'-0"

SPRAY JET (QTY. 5)
SEE NOTES

 BOULDERS

FINAL OUTLET TO STORM
SYSTEM

OUTLET INTO BIOSWALE

CENTRAL DRAIN.
SEE NOTES

ACTIVATOR BOLLARD
SEE NOTES

2'-0"

NOZZLE TYPE LAYOUT

CENTRAL
DRAIN

MISTY
MOUNTAIN

CONFETTI
SPRAY

MISTY
MOUNTAIN

SOLO
SPURT

SOLO
SPURT

6" FLUSH CONCRETE CURB.
SEE DETAIL                .

DECORATIVE PAVING.
SEE DETAIL                .

SPLASHPAD CONCRETE
- TYPE A FINISH.  SEE DETAIL                   .

SPLASHPAD CONCRETE
- TYPE B FINISH. SEE DETAIL                   .

SPLASHPAD BENCH 'A'
SEE DETAIL                .

DOG SILHOUETTE.
DECORATIVE PAVING.
SEE DETAIL                .4/LS-401

5/LS-401

3/LS-414

4/LS-401

21/LS-500

20/LS-500

BIOSWALE .
SEE DETAIL                .1/LS-119
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DOG PARK SPLASH PAD - LARGE
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GENERAL NOTES:
1. DRAWINGS ARE FOR DESIGN INTENT ONLY. CONTRACTOR TO SUBMIT

DRAWINGS FROM A QUALIFIED FOUNTAIN DESIGNER FOR REVIEW PRIOR TO
CONSTRUCTION.

2. THE SPLASH PAD IS AN EXTERIOR "DRY-DECK" INTERACTIVE STYLE FOUNTAIN
THAT IS 14'-0" IN DIAMETER.

3. THE FOUNTAIN INCLUDES ALL LOW-FLOW FIXTURES. THERE ARE QTY. 7 FLUSH
MOUNT  SPRAYS INTEGRATED INTO THE CONCRETE PAD THAT VARY IN HEIGHT.

4. THE SPLASH PAD OPERATES AS A FLOW-THROUGH SYSTEM. ALL SPLASH PAD
WATER WILL BE COLLECTED VIA ONE CENTRAL AREA DRAIN THAT WILL BE
DIRECTED TO THE ADJACENT BIOSWALE.

5. CONTRACTOR TO REFER TO LANDSCAPE ARCHITECTURE PLANS FOR LOCATION
OF ACTIVATION BUTTON AND MECHANICAL EQUIPMENT.

6. THE WATER FEATURE MECHANICAL AND ELECTRICAL DRAWINGS ARE
DIAGRAMMATIC, INTENDED TO INDICATE THE SCOPE OF WORK TO BE DONE.
EQUIPMENT AND MATERIAL LOCATIONS MAY BE DISTORTED FOR CLARITY IN
PRESENTATION.

7. QUESTIONS PERTAINING TO WORK THAT DOES NOT APPEAR TO BE
SUFFICIENTLY DETAILED OR EXPLAINED, OR PERTAINING TO THE TRUE
MEANING OF A PART OF THE DRAWINGS OR SPECIFICATIONS, OR
DISCREPANCIES FOUND EXISTING IN OR BETWEEN THE SPECIFICATIONS AND
DRAWINGS, SHALL BE REFERRED TO THE LANDSCAPE ARCHITECT FOR
CLARIFICATION.

MECHANICAL NOTES:
1. THE INSTALLATION SHALL COMPLY WITH LOCAL PLUMBING CODES.
2. PRESSURIZED CITY WATER LINES SUPPLYING THE WATER FEATURE SYSTEM

SHALL BE OF COPPER AND SHALL BE PROTECTED BY A BACKFLOW
PREVENTION DEVICE AND PRESSURE REDUCTION VALVE SET AT 50 PSI
MAXIMUM.

3. PIPING RUNS SHALL BE MADE AS DIRECT AS POSSIBLE USING THE MINIMUM
NUMBER OF FITTINGS. PIPE SHALL SLOPE TO THE PUMP FOR DRAINAGE AND
SHALL BE FREE OF TRAPS OR LOOPS THAT COULD TRAP WATER OR AIR.

4. IF PIPING CANNOT BE SLOPED TO PUMP, MAKE PROVISIONS FOR COMPLETE
DRAINING OF EACH PIPE WITH A MINIMUM OF 1 12" LINE AND VALVE AT THE
LOWEST POINT.

5. PIPING SHALL BE PRESSURE TESTED PRIOR TO BACK-FILLING AND SHALL BE
PROPERLY SUPPORTED.

WATER FEATURE SPECIFICATION NOTES:
1. THE INSTALLER SHALL BE RESPONSIBLE FOR PURCHASING WATER FEATURE

COMPONENTS, AS WELL AS PROVIDING LABOR AND MATERIALS REQUIRED
EFFECTING THE INSTALLATION OF THE OPERATIONAL SYSTEMS AS DETAILED IN
THE PLANS AND SPECIFICATIONS.

2. THE PRIME WATER FEATURE INSTALLED SHALL FURNISH FOUNTAIN
ELECTRICAL COMPONENTS TO THE ELECTRICAL INSTALLER FOR INSTALLATION
AND CONNECTION.

3. A SINGLE MANUFACTURER SHALL SUPPLY ELECTRICAL AND MECHANICAL
WATER FEATURE COMPONENTS IN ORDER TO ENSURE THE INTEGRITY OF THE
WATER FEATURE DESIGN.

1'-0" 1'-6" 14'-0"

20'-0"

ARTIFICIAL TURF

BOULDERS

FINAL OUTLET TO STORM
SYSTEM

OUTLET INTO BIOSWALE

2'-
0"

6" FLUSH CONCRETE CURB.
SEE DETAIL                .

DECORATIVE PAVING.
SEE DETAIL                .

SPLASHPAD CONCRETE
- TYPE A FINISH.  SEE DETAIL                   .

SPLASHPAD CONCRETE
- TYPE B FINISH. SEE DETAIL                   .

SPRAY JET (QTY. 7)
SEE NOTES

CENTRAL DRAIN.
SEE NOTES

ACTIVATOR BOLLARD
SEE NOTES

SPLASHPAD BENCH 'B'
SEE DETAIL                .

NOZZLE TYPE LAYOUT

CENTRAL
DRAIN SOLO

SPURT

SOLO
SPURT

CONFETTI
SPRAY

SOLO
SPURT

SOLO
SPURT

MISTY
MOUNTAIN

MISTY
MOUNTAIN

DOG SILHOUETTE.
DECORATIVE PAVING.
SEE DETAIL                .4/LS-401

5/LS-401

4/LS-414

4/LS-401

21/LS-500

20/LS-500

BIOSWALE .
SEE DETAIL 1/LS-119

1

SPLASH PAD SPRAY CANISTER AND NOZZLES
1" = 1"

NOTES:
1. INSTALL PER MANUFACTURER'S

RECOMMENDATIONS.
2. SEE SPLASHPAD DETAILS FOR NOZZLE TYPE

CONFIGURATION.

NOZZLE TYPES:

2

SPLASH PAD ACTIVATOR BOLLARD
1" = 1"

NOTES:
1. INSTALL PER MANUFACTURER'S

RECOMMENDATIONS.
2. SEE SPLASHPAD DETAILS FOR ACTIVATOR

BOLLARD LOCATION.
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ENTRANCE SIGN
1" = 1'-0"

FABRICATED ALUMINUM
POST AND CAP, TYP.

NOTES:
1. DRAWING IS FOR DESIGN INTENT PURPOSES ONLY. CONTRACTOR TO PROVIDE SHOP

DRAWINGS FROM FABRICATOR FOR APPROVAL.
2. CONTRACTOR TO INCLUDE IN PRICING ALL DELEGATED DESIGN RESPONSIBILITIES.
3. DESIGN INTENT IS TO MATCH SIGN TYPE 'E' (PARK I.D) DEVELOPED BY IMG MANUFACTURING

GROUP FOR THE CITY OF CANTON AS DETAILED IN THE EXTERIOR SIGNAGE PROGRAM DATED
MAY 3, 2019.

4. SEE THE AFOREMENTIONED DOCUMENT FOR ALL FABRICATION ITEMS AND METHODS, SIZES,
QUANTITIES, MATERIALS, COLORS, FINISHES, FONTS AND ALL OTHER SPECIFICATIONS.

5. CONTACT: Suzanne Peterman
speterman@imgbuilds.com
678.580.3281 x137
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BASE MATERIAL TBD.

FABRICATED CABINET WITH
PIN-MOUNTED LETTERS

FABRICATED CABINET WITH
PIN-MOUNTED LOGO

FABRICATED ALUMINUM
POST AND CAP, TYP.

BASE MATERIAL TBD.

SIDE ELEVATION FRONT ELEVATION

FABRICATED ALUMINUM
POST AND CAP, TYP.

BASE MATERIAL TBD.

FABRICATED CABINETS
WITH PIN-MOUNTED
LETTERS AND LOGO

PLAN VIEW

FINISHED GRADEFINISHED GRADE

SIGN BASE

4"
1'

-6
"

2'-0"

3'-0"

NATIVE GRADE OR COMPACTED SUBGRADE.
95% STANDARD PROCTOR TEST

4000 PSI CONCRETE FOOTING W/
MICROMESH ADDITIVE

(1
2 LB. BAG / CUBIC YARD)

4" GRADED AGGREGATE BASE (GAB),
COMPACTED TO  95% STANDARD PROCTOR TEST

3" THICK GRANITE CAP
(TOP FINISH - THERMAL, EDGE FINISH - SPLIT FACE)

3500 PSI MORTAR WITH LATTICRETE ADDITIVE

ADJACENT LANDSCAPE

1-
0"

 H
T.

(QTY. 4) #4 DEFORMED HORIZONTAL
REBAR, CONTINUOUS

#4 DEFORMED REBAR, 18" O.C.

4" STAINLESS STEEL DOWEL (QTY. 2 PER CAP)

GRANITE RUBBLE WALL (SEE NOTES)
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NOTES:
1. ALL MORTAR JOINTS TO BE A CONSISTENT 1/4" - 1/2" THICK FILLED WITH 3,500 PSI GROUT WITH

LATICRETE ADDITIVE
2. ALL GRANITE (RUBBLE AND CAPS) TO BE GEORGIA GRAY GRANITE OR EQUAL APPROVED BY

LANDSCAPE ARCHITECT.
3. ALL WALL CAPS TO BE 3" THICK, 2'-8" DEEP, AND WIDTH TO BE EQUALLY SIZED BETWEEN 36-48".
4. EACH CAP STONE TO BE MOUNTED WITH SIX 4" STAINLESS STEEL DOWELS SET IN 3,500 PSI GROUT

WITH LATICRETE ADDITIVE.
5. CONTRACTOR TO SUBMIT SAMPLE OF GRAY GRANITE RUBBLE TO LANDSCAPE ARCHITECT FOR

APPROVAL.
6. GRANITE RUBBLE WALLS TO BE RANDOM ASHLAR PATTERN:

2'-8" CAP

CMU CORE

SIGN ATTACHMENT (BY FABRICATOR)

1

INTERPRETIVE SIGNAGE
1" = 1'-0"

SIDE ELEVATION

5 1/2"

7"

NOTES:
1. DRAWING IS FOR DESIGN INTENT PURPOSES ONLY. CONTRACTOR TO PROVIDE SHOP

DRAWINGS FROM FABRICATOR FOR APPROVAL.
2. CONTRACTOR TO INCLUDE IN PRICING ALL DELEGATED DESIGN RESPONSIBILITIES.
3. DESIGN INTENT IS TO BE A HALF-SIZE ITERATION OF SIGN TYPE 'F' (PEDESTRIAN INFORMATION

KIOSK) GROUP FOR THE CITY OF CANTON AS DETAILED IN THE EXTERIOR SIGNAGE PROGRAM
DATED MAY 3, 2019.

4. SEE THE AFOREMENTIONED DOCUMENT FOR ALL FABRICATION ITEMS AND METHODS, SIZES,
QUANTITIES, MATERIALS, COLORS, FINISHES, FONTS AND ALL OTHER SPECIFICATIONS.

5. CONTACT: Suzanne Peterman
speterman@imgbuilds.com
678.580.3281 x137

FABRICATED ALUMINUM
POST AND CAP, TYP.

FABRICATED CABINET WITH
VINYL GRAPHICS

FINISHED GRADE

4 
1/

2"

FABRICATED ALUMINUM
POST AND CAP, TYP.

FABRICATED CABINET WITH
VINYL GRAPHICS

EDUCATIONAL SIGNAGE
CONTENT TBD

FABRICATED ALUMINUM
POST AND CAP, TYP.

FABRICATED CABINET WITH
VINYL GRAPHICS

PLAN VIEW
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2 PLAYGROUND SIGNAGE
1" = 1'-0"

4 
1/

2"

FABRICATED ALUMINUM
POST AND CAP, TYP.

FABRICATED CABINET WITH
VINYL GRAPHICS

PLAYGROUND RULES TBD

FABRICATED ALUMINUM
POST AND CAP, TYP.

FABRICATED CABINET WITH
VINYL GRAPHICS

FRONT ELEVATION

PLAN VIEW
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NOTES:
1. DRAWING IS FOR DESIGN INTENT PURPOSES ONLY. CONTRACTOR TO PROVIDE SHOP

DRAWINGS FROM FABRICATOR FOR APPROVAL.
2. CONTRACTOR TO INCLUDE IN PRICING ALL DELEGATED DESIGN RESPONSIBILITIES.
3. DESIGN INTENT IS TO BE A HALF-SIZE ITERATION OF SIGN TYPE 'F' (PEDESTRIAN INFORMATION

KIOSK) GROUP FOR THE CITY OF CANTON AS DETAILED IN THE EXTERIOR SIGNAGE PROGRAM
DATED MAY 3, 2019.

4. SEE THE AFOREMENTIONED DOCUMENT FOR ALL FABRICATION ITEMS AND METHODS, SIZES,
QUANTITIES, MATERIALS, COLORS, FINISHES, FONTS AND ALL OTHER SPECIFICATIONS.

5. CONTACT: Suzanne Peterman
speterman@imgbuilds.com
678.580.3281 x137

1'-2 1/2"

3 DOG PARK SIGNAGE
1" = 1'-0"

MOUNT SIGN TO FENCE

FABRICATED SIGN WITH VINYL
GRAPHICS

DOG PARK RULES TBD

FRONT ELEVATION

2'
-6

"
2'

-3
"

1'
-7

"

1'-2 1/2"

FINISHED GRADE

NOTES:
1. DRAWING IS FOR DESIGN INTENT PURPOSES ONLY. CONTRACTOR TO PROVIDE SHOP

DRAWINGS FROM FABRICATOR FOR APPROVAL.
2. CONTRACTOR TO INCLUDE IN PRICING ALL DELEGATED DESIGN RESPONSIBILITIES.
3. DESIGN INTENT IS TO BE A HALF-SIZE ITERATION OF SIGN TYPE 'F' (PEDESTRIAN INFORMATION

KIOSK) GROUP FOR THE CITY OF CANTON AS DETAILED IN THE EXTERIOR SIGNAGE PROGRAM
DATED MAY 3, 2019.

4. SEE THE AFOREMENTIONED DOCUMENT FOR ALL FABRICATION ITEMS AND METHODS, SIZES,
QUANTITIES, MATERIALS, COLORS, FINISHES, FONTS AND ALL OTHER SPECIFICATIONS.

5. CONTACT: Suzanne Peterman
speterman@imgbuilds.com
678.580.3281 x137
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