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PLAY EQUIPMENT DETAILS

LS-418

DA

AW

DA

24074

CITY OF CANTON

770.720.7674

CANTON, GA 30114

SOUTH CANTON
PARK

AUGUST 15, 2025

100% CONSTRUCTION DOCUMENTS

CANTON, GA 30114
110 ACADEMY STREET

2939 MARIETTA HWY

CUSTOM PLAY SCULPTURE 'A'
1/4" = 1'-0"

NOTES:
1. DRAWING IS FOR DESIGN INTENT PURPOSES

ONLY. CONTRACTOR TO PROVIDE SHOP
DRAWINGS FROM FABRICATOR FOR APPROVAL.

2. CONTRACTOR TO INCLUDE IN PRICING ALL
DELEGATED DESIGN RESPONSIBILITIES.

3. CONTRACTOR TO FIELD-VERIFY FINAL
ELEVATIONS PRIOR TO FABRICATION.

CUSTOM PLAY
STRUCTURE 'A'

FINAL DESIGN TBD

NOTES:
1. CUSTOM PLAY SCULPTURE 'A' TO BE EARTHSCAPE'S

JUNIOR CRITTER - SNAIL OR SIMILAR SEMI-CUSTOM ANIMAL
SCULPTURE APPROVED BY LANDSCAPE ARCHITECT.

2. FINISH: EARTHSCAPE'S STANDARD ORAGE COLOR SCHEME
3. INSTALL PER MANUFACTURER'S RECOMMENDATIONS.

CONTACT: CHRIS BERRONG
EMAIL: chris@greatsouthernrec.com

1

CUSTOM PLAY SCULPTURE 'B'
1/4" = 1'-0"

2

NOTES:
1. DRAWING IS FOR DESIGN INTENT PURPOSES

ONLY. CONTRACTOR TO PROVIDE SHOP
DRAWINGS FROM FABRICATOR FOR APPROVAL.

2. CONTRACTOR TO INCLUDE IN PRICING ALL
DELEGATED DESIGN RESPONSIBILITIES.

3. CONTRACTOR TO FIELD-VERIFY FINAL
ELEVATIONS PRIOR TO FABRICATION.

CUSTOM PLAY
STRUCTURE 'B'

FINAL DESIGN TBD

MODEL REFERENCE IMAGES:NOTES:
1. CUSTOM PLAY SCULPTURE 'B' TO BE EARTHSCAPE'S

"TASCA" FISH SCULPTURE OR SIMILAR SEMI-CUSTOM
ANIMAL SCULPTURE APPROVED BY LANDSCAPE
ARCHITECT.

2. CONTRACTOR TO COORDINATE FINAL STAIN COLOR DESIGN
OPTIONS WITH LANDSCAPE ARCHITECT AND FABRICATOR
PRIOR TO FABRICATION AND INSTALLATION.

3. INSTALL PER MANUFACTURER'S RECOMMENDATIONS.

IMAGE FOR REFERENCE ONLY. CONTRACTOR TO
COORDINATE FINAL STAIN COLOR DESIGN OPTIONS
WITH LANDSCAPE ARCHITECT AND FABRICATOR
PRIOR TO FABRICATION AND INSTALLATION.

CONTACT: CHRIS BERRONG
EMAIL: chris@greatsouthernrec.com

2
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HILLSIDE SLIDE DETAILS

LS-419

DA

AW

DA

24074

CITY OF CANTON

770.720.7674

CANTON, GA 30114

SOUTH CANTON
PARK

AUGUST 15, 2025

100% CONSTRUCTION DOCUMENTS

CANTON, GA 30114
110 ACADEMY STREET

2939 MARIETTA HWY

EMBANKMENT SLIDES
1/4" = 1'-0"

3

3

3

3

3

2

2
1

2

2 2

2

1
1

1

11

1
1 1

1

1

2

2

2

2

2

2

22

1

1

1

1

11

1

2
1

2

2 2 1

11

NOTES:
1. DRAWING IS FOR DESIGN INTENT PURPOSES

ONLY. CONTRACTOR TO PROVIDE SHOP
DRAWINGS FROM FABRICATOR FOR APPROVAL.

2. DESIGN INTENT IS TO CREATE TWO HILLSIDE
SLIDES WITH A SERIES OF SEMI-FLAT-TOP
BOULDERS TO CREATE A CONNECTION
BETWEEN UPPER AND LOWER ELEVATIONS.

3. ELEVATIONS ON PLAN ARE GROUND
ELEVATIONS. SLIDES TO BE MAX.12" ABOVE
GROUND ELEVATIONS.

4. SLIDES TO BE STAINLESS STEEL.
5. SIZE AND WIDTH OF BOULDERS VARY. REFER

TO DETAILS.
6. ALL STONE SHALL BE NATURAL LOCAL STONE

WITH GRAY/BROWN HUES, IRREGULARLY
SHAPED, AND VARIED IN SIZE. STONE TO BE
RELATIVELY FLAT AND TEXTURED.

7. CONTRACTOR TO INCLUDE IN PRICING ALL
DELEGATED DESIGN RESPONSIBILITIES.

8. CONTRACTOR TO FIELD-VERIFY FINAL
ELEVATIONS PRIOR TO FABRICATION.

SLIDE 'B'
BOTTOM ELEVATION

APPROXIMATELY 1106

SLIDE 'A'
BOTTOM ELEVATION

APPROXIMATELY 1106

RUBBERIZED SURFACING

EXAMPLE IMAGES:

BOULDERS.
SEE NOTES

CENTRAL SECTION

APPROXIMATE BOTTOM
ELEVATION: 1114

FLUSH CURB, TYP.

FALL ZONE, TYP.

6'-
1"

16'-5"

9'-6"

13'-3"

6'-
2"

15'-6"

145°

R16'-8"

130°

R16'-3"

R16'-4"
R17'-8"

135°
155°

SIDE SECTION

BOULDERS  TO BE
RELATIVELY FLAT AND

TEXTURED

NO 57 STONE
BACKFILL.
COMPACT TO 95%
STD. PROCTOR

UNDISTRURBED
SUBGRADE, TYP.

6"
 M

IN
. H

EI
G

H
T

C
H

AN
G

E,
 T

YP
.

2'
-0

" M
AX

. H
EI

G
H

T
C

H
AN

G
E,

 T
YP

.

5'-0" MAX.
WIDTH, TYP.

1'-0" MIN.
WIDTH, TYP.

RUBBERIZED SURFACING.
APPROXIMATE BOTTOM

ELEVATION: 1106

RUBBERIZED
SURFACING.
APPROXIMATE TOP
ELEVATION: 1133

NO 57 STONE
BACKFILL.
COMPACT TO 95%
STD. PROCTOR

UNDISTRURBED
SUBGRADE, TYP.

FLATTER AREA
FOR SHRUBS AND
TREES

3'-0"
AVG

.

W
ID

TH

3'-0"
AVG

.

W
ID

THRIVER ROCK BELOW
SLIDES, TYP.
SEE DETAIL                    FOR
ROCK SPECIFICATIONS

23/LS-500

SLIDE 'B'
TOP ELEVATION
APPROXIMATELY 1133

SLIDE 'A'
TOP ELEVATION
APPROXIMATELY 1133

RUBBERIZED SURFACING

FLUSH CURB, TYP.

LANDSCAPE AREA, TYP.

APPROXIMATE TOP
ELEVATION: 1133

CONCRETE FOOTER PER
MANUFACTURER'S

RECOMMENDATIONS, TYP.
TOP OF FOOTER TO BE

BELOW RUBBERIZED
SURFACING

CONCRETE FOOTER
PER MANUFACTURER'S
RECOMMENDATIONS,
TYP.  TOP OF FOOTER
TO BE BELOW
RUBBERIZED
SURFACING

PIER SUPPORTS
BELOW SLIDE PER
MANUFACTURER'S
RECOMMENDATIONS

CONTACT: CHRIS BERRONG
EMAIL: chris@greatsouthernrec.com

1
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BOARDWALK DETAILS

LS-420

DA

AW
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24074

CITY OF CANTON

770.720.7674

CANTON, GA 30114

SOUTH CANTON
PARK

AUGUST 15, 2025

100% CONSTRUCTION DOCUMENTS

CANTON, GA 30114
110 ACADEMY STREET

2939 MARIETTA HWY

DECKING DIRECTION
PERPENDICULAR TO
METAL STRINGERS, TYP.

BOARDWALK OVERVIEW
1/8" = 1'-0"

8" WIDE BOARD
PARALLEL WITH ALL
CHANGES IN DIRECTION,
TYP.

NET AREA, TYP.

GUARDRAIL, TYP.

NET ATTACHMENT TO TREE

NET AREA EDGING, TYP.

NOTES:
1. DRAWING IS FOR DESIGN INTENT PURPOSES ONLY. CONTRACTOR TO PROVIDE SHOP DRAWINGS FROM

FABRICATOR FOR APPROVAL.
2. CONTRACTOR TO INCLUDE IN PRICING ALL DELEGATED DESIGN RESPONSIBILITIES.
3. SEE STRUCTURAL DRAWINGS FOR ALL FOUNDATIONS, METAL MEMBER SIZES, AND ATTACHMENTS.
4. SEE HARDSCAPE SCHEDULE ITEMS                   AND                   FOR WOOD TYPE AND FINISH.
5. ALL METAL TO BE POWDERCOATED STEEL. SEE DETAIL                   FOR SPECIFICATIONS.

NET SPECIFICATIONS:
1. DRAWING IS FOR DESIGN INTENT PURPOSES ONLY. CONTRACTOR TO PROVIDE SHOP DRAWINGS FROM

NET MANUFACTURER/INSTALLER FOR APPROVAL.
2. CONTRACTOR TO INCLUDE IN PRICING ALL DELEGATED DESIGN RESPONSIBILITIES.
3. MAIN NET: 5 8" DIAMETER POLY-DACRON ROPE IN 4" X 4" GRID
4. SECONDARY NET: 5 8" DIAMETER POLY-DACRON ROPE IN 2" X 2" (OR SMALLER) GRID

174.17°

136.80°

143.28°

143.28°

136.64°

174.91°

17
4.

79
°

174.79°

17
4.

79
°

169.44°

152.12°

142.70°

135.00°

13
5.0

0°

135.00°

13
5.

00
°

148.82°

14
2.

90
°

167.61°

174.81°

174.76°

17
4.

79
°

NET ATTACHMENT TO
BOARDWALK FRAMING

(SEE STRUCTURAL)

11
5.

32
°

115.32°

124.24°

12
4.

24
°

120.44°
120.44°

17/LS-500
18/LS-500 19/LS-500

1

32
" T

YP
.

NOTES:
1. SEE HARDSCAPE SCHEDULE FOR WOOD TYPE AND FINISH.
2. PRIOR TO CONSTRUCTION THE CONTRACTOR IS REQUIRED TO SUBMIT A

SAMPLE OF THE WOOD WITH APPROPRIATE FINISH APPLICATION TO THE
LANDSCAPE ARCHITECT FOR APPROVAL.

3. ALL HARDWARE TO BE STAINLESS STEEL UNLESS OTHERWISE NOTED. ALL
HARDWARE TO BE COUNTERSUNK, CENTERED ON BOARDS AND ALIGNED
VERTICALLY/HORIZONTALLY.

DECKING, TYP.

DECK BOARD JOINTS TO BE
STAGGERED. MINIMUM

JOINT SPACING 32" O.C.

ALL VISIBLE HARDWARE TO
BE STAINLESS STEEL. ALL

HARDWARE SHALL BE
CENTERED AND ALIGNED

VERTICALLY.

DECKING ENLARGEMENT
1/2" = 1'-0"2

4X12 WOOD EDGING

SEE STRUCTURAL FOR
ATTACHMENT

DECKING

111
2"

2"

6"

31 2"

NET AREA EDGING
3" = 1'-0"

NOTES:
1. NET AREA EDGING TO BE INSTALLED ALONG THE ENTIRE PERIMETER OF THE NET AREA.
2. MITER CORNERS.

SEE STRUCTURAL FOR
FRAMING

4

GUARDRAIL
1" = 1'-0"

3'
-6

"

4'-0"

NOTES:
1. DRAWING IS FOR DESIGN INTENT PURPOSES ONLY.

CONTRACTOR TO PROVIDE SHOP DRAWINGS FROM
FABRICATOR FOR APPROVAL.

2. CONTRACTOR TO INCLUDE IN PRICING ALL DELEGATED
DESIGN RESPONSIBILITIES.

3. SEE STRUCTURAL DRAWINGS FOR ALL METAL MEMBER SIZES
AND ATTACHMENTS.

4. SEE HARDSCAPE SCHEDULE FOR WOOD TYPE AND FINISH.
5. ALL METAL TO BE POWDERCOATED STEEL. SEE DETAIL

FOR COLOR SPECIFICATIONS.

33 4"
31 4"

GUARDRAIL ELEVATION GUARDRAIL SECTION

1
2" X 2 12" FLAT BAR FRAME

2" SQUARE MESH INFILL

1 12" X 1 12" SQUARE TUBE INFILL FRAME

MOUNTING PER STRUCTURAL

TAMPER PROOF BOLT AND NUT

3" ANGLES

VERTICAL SUPPORT

INFILL PANEL

2X8 WOOD TOP RAIL

VERTICAL SUPPORT

2" SQUARE MESH INFILL

MOUNT TO TOP OF BOARDWALK

2X8 WOOD TOP RAIL

FLAT BAR FRAME

2X8 WOOD TOP RAIL

45° CHANNEL FOR TAPE LIGHTS.
MOUNTED TO WOOD TOP RAIL.

INSTALL PER MANUFACTURER'S
RECOMMENDATIONS

PANEL ATTACHMENT
ENLARGEMENT - NTS

TAPE LIGHT CHANNEL ATTACHMENT
ENLARGEMENT - NTS

 4 " MAX., TYP. GUARDRAIL AT CORNER
ENLARGEMENT - NTS

VERTICAL SUPPORT

SINGLE COMBINED
BASE PLATE AT

CORNERS

1 X 8 WOOD TOP
RAIL. MITER AT
ALL CORNERS,

TYP.

MITER ANGLE AS
NOTED ON PLAN VIEW

EVERY 4TH VERTICAL
MEMBER TO BE A 2" X 2"

TUBE FOR CONCEALMENT
OF ELECTRICAL WIRING

17/LS-500

5

ATTACHMENT TO TREE
NOT TO SCALE

NOTES:
1. DRAWING IS FOR DESIGN INTENT PURPOSES ONLY. CONTRACTOR TO PROVIDE SHOP

DRAWINGS FROM NET MANUFACTURER/INSTALLER FOR APPROVAL.
2. CONTRACTOR TO INCLUDE IN PRICING ALL DELEGATED DESIGN RESPONSIBILITIES.

TREE

SCREW SPACERS FOR HORIZONTAL
STABILIZATION 24" O.C.

3" DIA. FLOATING
CONTINUOUS STEEL PIPE

RING AROUND TREE

1" DIAMETER DOWELS
8" EMBED IN TREE

4" COURSE THREAD
16" O.C. AROUND

PERIMETER OF TREE

3
8" THICK CONTINUOUS

PLATFORM RING

1
4" BRACKETS 16" O.C.

LASH NET AROUND
PIPE RING

NET

3
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HARDSCAPE SCHEDULE
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AUGUST 15, 2025

100% CONSTRUCTION DOCUMENTS

CANTON, GA 30114
110 ACADEMY STREET

2939 MARIETTA HWY

HARDSCAPE SCHEDULE

DETAIL MATERIAL SPECIFICATIONS MANUFACTURERNOTES

HARDSCAPE MATERIAL SELECTION NOTES:
1. CONTRACTOR TO PROVIDE MOCKUP FOR APPROVAL.
2. SEE DETAILS                 FOR DETAILS.1/LS-401

TYPE:  PEDESTRIAN RATED - 3,500 PSI STANDARD CONCRETE

FINISH:  BROOM FINISH

LOCATION:  SEE PLANS

CONTROL JOINTS: SAW CUT

CONCRETE DEPTH (d): 4" SUB-BASE DEPTH (d): 4"

PEDESTRIAN
CONCRETE 'A'

1

CONTACT: DEBBIE THOMPSON
EMAIL: debbie@ncgeorgia.foreverlawn.com
WEB: WWW.PLAYGROUNDGRASS.COM
PRODUCT TO BE AS SPECIFIED OR EQUAL AS
DETERMINED BY LANDSCAPE ARCHITECT.
SUBSTITUTIONS MUST BE APPROVED BY
LANDSCAPE ARCHITECT.

HARDSCAPE MATERIAL SELECTION NOTES:
1. INSTALL PER MANUFACTURER'S SPECIFICATIONS.
2. GEOGRID TO BE INSTALLED IN AREAS WITH SLOPES OF 3:1 OR

GREATER AND IN ANY FLOOD ZONE AREAS. CONTRACTOR TO
COORDINATE PRODUCT SPECIFICATIONS WITH MANUFACTURER

3. SEE SHEET LS-402 FOR DETAILS.

MANUFACTURER: PLAYGROUND GRASS

PRODUCT: PLAYGROUND GRASS QUEST

LOCATION: PLAY AREA

ARTIFICIAL TURF 'A'5

HARDSCAPE MATERIAL SELECTION NOTES:
1. INSTALL PER MANUFACTURER'S SPECIFICATIONS.
2. GEOGRID TO BE INSTALLED IN AREAS WITH SLOPES OF 3:1 OR

GREATER AND IN ANY FLOOD ZONE AREAS. CONTRACTOR TO
COORDINATE PRODUCT SPECIFICATIONS WITH MANUFACTURER

3. SEE DETAIL                 FOR DETAILS.

MANUFACTURER: FOREVERLAWN

PRODUCT: K9GRASS ELITE

LOCATION: DOG PARK

ARTIFICIAL TURF 'B'

9/LS-402

CONTACT: DEBBIE THOMPSON
EMAIL: debbie@ncgeorgia.foreverlawn.com
WEB: WWW.PLAYGROUNDGRASS.COM
PRODUCT TO BE AS SPECIFIED OR EQUAL AS
DETERMINED BY LANDSCAPE ARCHITECT.
SUBSTITUTIONS MUST BE APPROVED BY
LANDSCAPE ARCHITECT.

6

HARDSCAPE MATERIAL SELECTION NOTES:
1. INSTALL PER MANUFACTURER'S SPECIFICATIONS.
2. FINISH: PRE-GALVANIZED + POLYESTER POWDER COATED - BLACK
3. SEE                 FOR DETAILS.

MANUFACTURER: OMEGA II

PRODUCT: OMEGA ARCHITECTURAL - HEIGHT: 5' - 0"

SINGLE GATE OPENING WIDTH: 4' - 0"

DOUBLE GATE OPENING WIDTH: 8' - 0"

LOCATION: DOG PARK

DOG PARK FENCE
AND GATE

1/LS-407

CONTACT: JIM KANE
EMAIL: jim@aff-con.com
WEB: WWW.OMEGATWO.COM
PRODUCT TO BE AS SPECIFIED OR EQUAL AS
DETERMINED BY LANDSCAPE ARCHITECT.
SUBSTITUTIONS MUST BE APPROVED BY
LANDSCAPE ARCHITECT.

7

HARDSCAPE MATERIAL SELECTION NOTES:
1. INSTALL PER MANUFACTURER'S SPECIFICATIONS.
2. GEOGRID TO BE INSTALLED IN AREAS WITH SLOPES OF 3:1 OR

GREATER AND IN ANY FLOOD ZONE AREAS. CONTRACTOR TO
COORDINATE PRODUCT SPECIFICATIONS WITH MANUFACTURER

3. SEE DETAIL                 FOR DETAILS.

MANUFACTURER: MELOS

PRODUCT: EPDM GRANULES 60 SHORE A

COLOR: EGGSHELL (46 2400) - 100% MIX (NO BLACK)

LOCATION: PLAY AREA

RUBBERIZED PLAY
SURFACE 'A'

2/LS-402

CONTACT: CHRIS BERRONG
EMAIL: chris@greatsouthernrec.com
WEB: WWW.MELOS-GMBH.COM
PRODUCT TO BE AS SPECIFIED OR EQUAL AS
DETERMINED BY LANDSCAPE ARCHITECT.
SUBSTITUTIONS MUST BE APPROVED BY
LANDSCAPE ARCHITECT.

8

HARDSCAPE MATERIAL SELECTION NOTES:
1. INSTALL PER MANUFACTURER'S SPECIFICATIONS.
2. SEE DETAIL 3/LS-400 FOR DETAILS.

MANUFACTURER: TRUEGRID

PRODUCT: TRUEGRID PRO PLUS PERMEABLE PAVER SYSTEM &
         SUPERSPOT HIGH VISIBILITY MARKER (WHITE)

17 MARKERS PER "STRIPE"
LOCATION: PARKING LOT

MODULAR PERMEABLE
PAVING SYSTEM 9/LS-401

WEB: WWW.TRUEGRIDPAVER.COM

PRODUCT TO BE AS SPECIFIED OR EQUAL AS
DETERMINED BY LANDSCAPE ARCHITECT.
SUBSTITUTIONS MUST BE APPROVED BY
LANDSCAPE ARCHITECT.

13

HARDSCAPE MATERIAL SELECTION NOTES:
1. CONTRACTOR TO PROVIDE MOCKUP AND SAMPLES FOR APPROVAL.
2. SEE DETAIL 4/LS-400 FOR DETAILS.

TYPE: 34" - 2" MEXICAN RIVER STONE

COLOR: DARK GREY/BLACK

LOCATION: SEE PLANS

DECORATIVE PAVING
4/LS-401

14

HARDSCAPE MATERIAL SELECTION NOTES:
1. SAND SHALL BE CLEAN, WASHED AND HYDROSIZED TO REMOVE THE

MAJORITY OF FINES, SILTS AND CLAY PARTICLES
2. CONTRACTOR TO SUMIT PRODUCT INFORMATION FOR APPROVAL

LOCATION: PLAY AREAPLAYGROUND SAND15

HARDSCAPE MATERIAL SELECTION NOTES:
1. INSTALL PER MANUFACTURER'S SPECIFICATIONS.
2. SEE DETAIL 3/LS-402 FOR DETAILS.

ALL STONE SHALL BE NATURAL LOCAL STONE WITH
GRAY/BROWN HUES, IRREGULARLY SHAPED, AND
VARIED IN SIZE.

NATURAL STONE
3/LS-403

16

HARDSCAPE MATERIAL SELECTION NOTES:
1. INSTALL PER MANUFACTURER'S SPECIFICATIONS.
2. GEOGRID TO BE INSTALLED IN AREAS WITH SLOPES OF 3:1 OR

GREATER AND IN ANY FLOOD ZONE AREAS. CONTRACTOR TO
COORDINATE PRODUCT SPECIFICATIONS WITH MANUFACTURER

3. SEE DETAIL                 FOR DETAILS.

MANUFACTURER: MELOS

PRODUCT: EPDM GRANULES 60 SHORE A

COLOR: TURQUOISE BLUE (46 5400) - 100% MIX (NO BLACK)

LOCATION: PLAY AREA

RUBBERIZED PLAY
SURFACE 'B'

2/LS-402

CONTACT: CHRIS BERRONG
EMAIL: chris@greatsouthernrec.com
WEB: WWW.MELOS-GMBH.COM
PRODUCT TO BE AS SPECIFIED OR EQUAL AS
DETERMINED BY LANDSCAPE ARCHITECT.
SUBSTITUTIONS MUST BE APPROVED BY
LANDSCAPE ARCHITECT.

9

HARDSCAPE MATERIAL SELECTION NOTES:
1. INSTALL PER MANUFACTURER'S SPECIFICATIONS.
2. GEOGRID TO BE INSTALLED IN AREAS WITH SLOPES OF 3:1 OR

GREATER AND IN ANY FLOOD ZONE AREAS. CONTRACTOR TO
COORDINATE PRODUCT SPECIFICATIONS WITH MANUFACTURER

3. SEE DETAIL                FOR DETAILS.

MANUFACTURER: MELOS

PRODUCT: EPDM GRANULES 60 SHORE A

COLOR: STEEL BLUE (68 2200) - 100% MIX (NO BLACK)

LOCATION: PLAY AREA

RUBBERIZED PLAY
SURFACE 'E'

2/LS-402

CONTACT: CHRIS BERRONG
EMAIL: chris@greatsouthernrec.com
WEB: WWW.MELOS-GMBH.COM
PRODUCT TO BE AS SPECIFIED OR EQUAL AS
DETERMINED BY LANDSCAPE ARCHITECT.
SUBSTITUTIONS MUST BE APPROVED BY
LANDSCAPE ARCHITECT.

12

HARDSCAPE MATERIAL SELECTION NOTES:
1. INSTALL PER MANUFACTURER'S SPECIFICATIONS.
2. GEOGRID TO BE INSTALLED IN AREAS WITH SLOPES OF 3:1 OR

GREATER AND IN ANY FLOOD ZONE AREAS. CONTRACTOR TO
COORDINATE PRODUCT SPECIFICATIONS WITH MANUFACTURER

3. SEE DETAIL                 FOR DETAILS.

MANUFACTURER: MELOS

PRODUCT: EPDM GRANULES 60 SHORE A

COLOR: CAPRI BLUE (46 1500) - 100% MIX (NO BLACK)

LOCATION: PLAY AREA

RUBBERIZED PLAY
SURFACE 'D'

2/LS-402

CONTACT: CHRIS BERRONG
EMAIL: chris@greatsouthernrec.com
WEB: WWW.MELOS-GMBH.COM
PRODUCT TO BE AS SPECIFIED OR EQUAL AS
DETERMINED BY LANDSCAPE ARCHITECT.
SUBSTITUTIONS MUST BE APPROVED BY
LANDSCAPE ARCHITECT.

11

HARDSCAPE MATERIAL SELECTION NOTES:
1. INSTALL PER MANUFACTURER'S SPECIFICATIONS.
2. GEOGRID TO BE INSTALLED IN AREAS WITH SLOPES OF 3:1 OR

GREATER AND IN ANY FLOOD ZONE AREAS. CONTRACTOR TO
COORDINATE PRODUCT SPECIFICATIONS WITH MANUFACTURER

3. SEE DETAIL                 FOR DETAILS.

MANUFACTURER: MELOS

PRODUCT: EPDM GRANULES 60 SHORE A

COLOR: TEAL (46 5800) - 100% MIX (NO BLACK)

LOCATION: PLAY AREA

RUBBERIZED PLAY
SURFACE 'C'

2/LS-402

CONTACT: CHRIS BERRONG
EMAIL: chris@greatsouthernrec.com
WEB: WWW.MELOS-GMBH.COM
PRODUCT TO BE AS SPECIFIED OR EQUAL AS
DETERMINED BY LANDSCAPE ARCHITECT.
SUBSTITUTIONS MUST BE APPROVED BY
LANDSCAPE ARCHITECT.

10

HARDSCAPE MATERIAL SELECTION NOTES:
1. SEE DETAILS FOR LOCATIONS AND APPLICABILITY
2. CONTRACTOR TO SUBMIT SAMPLES AND PRODUCT INFORMATION

FOR APPROVAL BY LANDSCAPE ARCHITECT PRIOR TO ORDERING
AND INSTALLATION.

COLOR: SHERWIN WILLIAMS SW 9154 PERLE NOIRPAINT AND
POWDERCOAT COLOR

17

HARDSCAPE MATERIAL SELECTION NOTES:
1. SEE DETAILS FOR LOCATIONS AND APPLICABILITY
2. CONTRACTOR TO SUBMIT SAMPLES AND PRODUCT INFORMATION

FOR APPROVAL BY LANDSCAPE ARCHITECT PRIOR TO ORDERING
AND INSTALLATION.

COLOR: SHERWIN WILLIAMS SW 3507 RIVERWOODWOOD STAIN19

HARDSCAPE MATERIAL SELECTION NOTES:
1. CONTRACTOR TO PROVIDE MOCKUP FOR APPROVAL.
2. SEE DETAILS                  FOR DETAILS.

TYPE:  VEHICULAR RATED - 4,000 PSI STANDARD CONCRETE

FINISH:  BROOM FINISH

LOCATION:  SEE PLANS

CONTROL JOINTS: SAW CUT

CONCRETE DEPTH (d): 6" SUB-BASE DEPTH (d): 6"

2/LS-401

VEHICULAR
CONCRETE 'A'

3
1/LS-401

TYPE:  PEDESTRIAN RATED - 3,500 PSI STANDARD CONCRETE

FINISH:  EXPOSED AGGREGATE FINISH

LOCATION:  SEE PLANS

CONTROL JOINTS: SAW CUT

CONCRETE DEPTH (d): 4" SUB-BASE DEPTH (d): 4"

PEDESTRIAN
CONCRETE 'B'

HARDSCAPE MATERIAL SELECTION NOTES:
1. CONTRACTOR TO PROVIDE MOCKUP FOR APPROVAL.
2. EXPOSED AGGREGATE - GREY COLOR

3. AGGREGATE SIZE 14" - 12" EQUAL BLEND
4. TOP-CAST RETARDER - LIGHT BLUE - SANDBLAST FINISH
5. SEE DETAILS                 FOR DETAILS.

2

HARDSCAPE MATERIAL SELECTION NOTES:
1. CONTRACTOR TO PROVIDE MOCKUP FOR APPROVAL.
2. EXPOSED AGGREGATE - GREY COLOR

3. AGGREGATE SIZE 14" - 12" EQUAL BLEND
4. TOP-CAST RETARDER - LIGHT BLUE - SANDBLAST FINISH
5. SEE DETAILS                 FOR DETAILS.2/LS-401

TYPE:  VEHICULAR RATED - 4,000 PSI STANDARD CONCRETE

FINISH:  EXPOSED AGGREGATE FINISH

LOCATION:  SEE PLANS

CONTROL JOINTS: SAW CUT

CONCRETE DEPTH (d): 6" SUB-BASE DEPTH (d): 6"

VEHICULAR
CONCRETE 'B'

4

HARDSCAPE MATERIAL SELECTION NOTES:
1. SEE DETAILS FOR LOCATIONS AND APPLICABILITY
2. SEE STRUCTURAL FOR LUMBER SIZES.
3. CONTRACTOR TO SUBMIT SAMPLES AND PRODUCT INFORMATION

FOR APPROVAL BY LANDSCAPE ARCHITECT PRIOR TO ORDERING
AND INSTALLATION.

ALL WOOD TO BE ACCOYA (ACETYLATED) WOODWOOD DECKING &
TOP RAIL

18

HARDSCAPE SCHEDULE

DETAIL MATERIAL SPECIFICATIONS MANUFACTURERNOTES

HARDSCAPE MATERIAL SELECTION NOTES:
1. CONTRACTOR TO PROVIDE MOCKUP FOR APPROVAL.
2. SEE DETAIL

TYPE:  PEDESTRIAN RATED - 4,000 PSI STANDARD CONCRETE

FINISH:  BROOM FINISH

LOCATION:  SEE PLANS

CONTROL JOINTS: SAW CUT

CONCRETE DEPTH (d): 6" SUB-BASE DEPTH (d): 6"

SPLASHPAD
CONCRETE 'A' 3/LS-401

20

3/LS-401

TYPE:  PEDESTRIAN RATED - 4,000 PSI STANDARD CONCRETE

FINISH:  EXPOSED AGGREGATE FINISH

LOCATION:  SEE PLANS

CONTROL JOINTS: SAW CUT

CONCRETE DEPTH (d): 6" SUB-BASE DEPTH (d): 6"

SPLASHPAD
CONCRETE 'B'

HARDSCAPE MATERIAL SELECTION NOTES:
1. CONTRACTOR TO PROVIDE MOCKUP FOR APPROVAL.
2. EXPOSED AGGREGATE - GREY COLOR

3. AGGREGATE SIZE 14" - 12" EQUAL BLEND
4. TOP-CAST RETARDER - LIGHT BLUE - SANDBLAST FINISH
5. SEE DETAIL

21

RIVER SLICKS (SMALL) STONE CENTER'S CHESTER CREEK ROUNDS

SMALL SIZE (3" TO 5")

COLOR TO BE TAN HUES

WASHED

22

STONE CENTER'S CHESTER CREEK FLATS

MEDIUM SIZE (5" TO 8")

COLOR TO BE TAN HUES

WASHED

RIVER SLICKS (MEDIUM)23
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UTILITY FIXTURE SCHEDULE

LS-501

DA

AW

DA

24074

CITY OF CANTON

770.720.7674

CANTON, GA 30114

SOUTH CANTON
PARK

AUGUST 15, 2025

100% CONSTRUCTION DOCUMENTS

CANTON, GA 30114
110 ACADEMY STREET

2939 MARIETTA HWY

UTILITY FIXTURE SCHEDULE

SPECIFICATIONSDETAIL IMAGE

ST
R

EE
T 

LI
G

H
T

MANUFACTURER
COOPER LIGHTING SOLUTIONS
WEB: WWW.COOPERLIGHTING.COM
CONTACT: BRANDON JENKINS
EMAIL: bsjenkin@southernco.com

NOTES

PRODUCT
NAME: STREETWORKS ARCHEON MEDIUM
MODEL:  ARCH-M-PA2-160-740-U-T4W
FINISH:  BLACK
LIGHT COLOR TEMP: 4000k
MOUNTING: POLE MOUNTED, CONFIGURATION PER GA POWER
POLE: 30' HEIGHT, PRODUCT PER GA POWER
QTY: 4 (CONTRACTOR TO CONFIRM QUANTITIES PRIOR TO PURCHASING)

1. FOLLOW ALL MANUFACTURER'S SPECIFICATIONS FOR INSTALLATION.
2. CONTRACTOR TO ENSURE ALL MOUNTING EQUIPMENT AND

ACCESSORIES NECESSARY PER MANUFACTURER'S SPECIFICATION
ARE AVAILABLE FOR PROPER INSTALLATION.

2. PRODUCT TO BE AS SPECIFIED OR EQUAL AS DETERMINED BY
LANDSCAPE ARCHITECT. SUBSTITUTIONS MUST BE APPROVED BY
LANDSCAPE ARCHITECT.

LIGHT TO BE INSTALLED BY GEORGIA POWER AND SUB-METERED
SEPARATELY FROM OTHER PARK LIGHTS

1
AR

EA
 L

IG
H

T

NAME: IRYS MINI
MODEL:  IRY S-1-3-70-12-1
FINISH:  BLACK
LIGHT COLOR TEMP: 3000K
MOUNTING: POLE MOUNTED - FINAL ADJUSTMENTS TO BE MADE IN-FIELD
POLE: RSA POLE - 16' HEIGHT
GFCI RECEPTACLE TO BE ADDED TO POLE
QTY: 8 POLES - NUMBER OF FIXTURES PER POLE VARIES. CONTRACTOR TO
CONFIRM TOTAL FIXTURES & CONFIGURATIONS BEFORE ORDERING

MANUFACTURER
RAGNI LIGHTING
WEB: WWW.RAGNI-LIGHTING.COM
CONTACT: THOMAS NICHOLS
EMAIL: tnichols@sescolighting.com

1. FOLLOW ALL MANUFACTURER'S SPECIFICATIONS FOR INSTALLATION.
2. CONTRACTOR TO ENSURE ALL MOUNTING EQUIPMENT AND

ACCESSORIES NECESSARY PER MANUFACTURER'S SPECIFICATION
ARE AVAILABLE FOR PROPER INSTALLATION.

3. ORIENTATION BASED ON PHOTOMETRICS, TBD UPON SUBMITTAL
4. PRODUCT TO BE AS SPECIFIED OR EQUAL AS DETERMINED BY

LANDSCAPE ARCHITECT. SUBSTITUTIONS MUST BE APPROVED BY
LANDSCAPE ARCHITECT.

NOTES

PRODUCT

3

PE
D
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TR
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N
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IG

H
T

NAME: LUMENPOLE SQUARE COLUMN
MODEL:  BL2QZ-118-B-L34-SYM-W-T30-C90-FR
FINISH:  BLACK
LIGHT COLOR TEMP: 3000K
MOUNTING: TBD
GFCI RECEPTACLE TO BE ADDED TO POLE
QTY: 19 (CONTRACTOR TO CONFIRM QUANTITIES PRIOR TO PURCHASING)

MANUFACTURER
LITON
WEB: WWW.LITON.COM
CONTACT: THOMAS NICHOLS
EMAIL: tnichols@sescolighting.com

1. FOLLOW ALL MANUFACTURER'S SPECIFICATIONS FOR INSTALLATION.
2. CONTRACTOR TO ENSURE ALL MOUNTING EQUIPMENT AND

ACCESSORIES NECESSARY PER MANUFACTURER'S SPECIFICATION
ARE AVAILABLE FOR PROPER INSTALLATION.

2. PRODUCT TO BE AS SPECIFIED OR EQUAL AS DETERMINED BY
LANDSCAPE ARCHITECT. SUBSTITUTIONS MUST BE APPROVED BY
LANDSCAPE ARCHITECT.

NOTES

PRODUCT

4

BO
LL

AR
D

 L
IG

H
T

NAME: LUMENPOLE SQUARE BOLLARD
MODEL:  BL2QZ-40-B-L24-SYM-W-T30-C90-FR
FINISH:  BLACK
LIGHT COLOR TEMP: 3000K
MOUNTING: TBD
GFCI RECEPTACLE TO BE ADDED TO POLE
QTY: 27 (CONTRACTOR TO CONFIRM QUANTITIES PRIOR TO PURCHASING)

MANUFACTURER

NOTES

PRODUCT

LITON
WEB: WWW.LITON.COM
CONTACT: THOMAS NICHOLS
EMAIL: tnichols@sescolighting.com

1. FOLLOW ALL MANUFACTURER'S SPECIFICATIONS FOR INSTALLATION.
2. CONTRACTOR TO ENSURE ALL MOUNTING EQUIPMENT AND

ACCESSORIES NECESSARY PER MANUFACTURER'S SPECIFICATION
ARE AVAILABLE FOR PROPER INSTALLATION.

2. PRODUCT TO BE AS SPECIFIED OR EQUAL AS DETERMINED BY
LANDSCAPE ARCHITECT. SUBSTITUTIONS MUST BE APPROVED BY
LANDSCAPE ARCHITECT.

5

LA
N

D
SC

AP
E 

U
PL

IG
H

T

NAME: MICRO NITE STAR
MODEL: MN-e68-MFL-BLW-12-A-360SL
DIMENSIONS: 1 58" DIA x 4 12"L x 6" H ON 12" (BELOW-GRADE) POWER PIPE
FINISH: BLACK WRINKLE
LIGHT COLOR TEMP: 3000K
DISTRIBUTION: MEDIUM FLOOD (25°)
MOUNTING: 12" POWER PIPE
ACCESSORIES: 'A' CAP, 360° KNUCKLE, REMOTE TRANSFORMER
QTY: 2 (CONTRACTOR TO CONFIRM QUANTITIES PRIOR TO PURCHASING)

MANUFACTURER
BK LIGHTING      WEB: WWW.BKLIGHTING.COM
CONTACT: THOMAS NICHOLS EMAIL: tnichols@sescolighting.com

PRODUCT

1. FOLLOW ALL MANUFACTURER'S SPECIFICATIONS FOR INSTALLATION.
2. CONTRACTOR TO ENSURE ALL MOUNTING EQUIPMENT AND

ACCESSORIES NECESSARY PER MANUFACTURER'S SPECIFICATION
ARE AVAILABLE FOR PROPER INSTALLATION.

3. REMOTE TRANSFORMERS TO BE LOCATED PER ELECTRICAL
ENGINEER.

4. PRODUCT TO BE AS SPECIFIED OR EQUAL AS DETERMINED BY
LANDSCAPE ARCHITECT. SUBSTITUTIONS MUST BE APPROVED BY
LANDSCAPE ARCHITECT.

NOTES

7

ST
EP

 L
IG

H
T

NAME: INSERT +1
MODEL:  IN1-7-BK-3K-UNV-NA-TP-310485
FINISH:  BLACK
LIGHT COLOR TEMP: 3000K
MOUNTING: FLUSH MOUNTED, CENTERED IN FACE OF STEP.

 ONE LIGHT PER STEP.
QTY: 16 (CONTRACTOR TO CONFIRM QUANTITIES PRIOR TO PURCHASING)

MANUFACTURER
PERFORMANCE IN LIGHTING
WEB: WWW.PERFORMANCEINLIGHTING.COM
CONTACT: THOMAS NICHOLS
EMAIL: tnichols@sescolighting.com

1. FOLLOW ALL MANUFACTURER'S SPECIFICATIONS FOR INSTALLATION.
2. CONTRACTOR TO ENSURE ALL MOUNTING EQUIPMENT AND

ACCESSORIES NECESSARY PER MANUFACTURER'S SPECIFICATION
ARE AVAILABLE FOR PROPER INSTALLATION.

3. PRODUCT TO BE AS SPECIFIED OR EQUAL AS DETERMINED BY
LANDSCAPE ARCHITECT. SUBSTITUTIONS MUST BE APPROVED BY
LANDSCAPE ARCHITECT.

NOTES

PRODUCT

6

UTILITY FIXTURE SCHEDULE

SPECIFICATIONSDETAIL IMAGE

D
R
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KI

N
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 F
O

U
N

TA
IN

NAME: BARRIER FREE BI-LEVEL FOUNTAIN W/ DOG BOWL
MODEL: #7212
COLOR: STAINLESS STEEL
QTY: 1 (CONTRACTOR TO CONFIRM QUANTITIES PRIOR TO PURCHASING)

MANUFACTURER
DOG-ON-IT
WEB: WWW.DOG-ON-IT-PARKS.COM

PRODUCT

1. FOLLOW ALL MANUFACTURER'S SPECIFICATIONS FOR INSTALLATION.
2. CONTRACTOR TO ENSURE ALL MOUNTING EQUIPMENT AND

ACCESSORIES NECESSARY PER MANUFACTURER'S SPECIFICATION
ARE AVAILABLE FOR PROPER INSTALLATION.

3. PRODUCT TO BE AS SPECIFIED OR EQUAL AS DETERMINED BY
LANDSCAPE ARCHITECT. SUBSTITUTIONS MUST BE APPROVED BY
LANDSCAPE ARCHITECT.

NOTES

13

H
O

SE
 B

IB
B NAME: 3-FT BURY DEPTH 3/4-IN FEMALE BLUE BRASS FROST PROOF HYDRANT

ITEM NO.:  239933
QTY: 3 (CONTRACTOR TO CONFIRM QUANTITIES PRIOR TO PURCHASING)

MANUFACTURER
PROPLUMBER

PRODUCT

1. FOLLOW ALL MANUFACTURER'S SPECIFICATIONS FOR INSTALLATION.
2. CONTRACTOR TO ENSURE ALL MOUNTING EQUIPMENT AND

ACCESSORIES NECESSARY PER MANUFACTURER'S SPECIFICATION
ARE AVAILABLE FOR PROPER INSTALLATION.

3. PRODUCT TO BE AS SPECIFIED OR EQUAL AS DETERMINED BY
LANDSCAPE ARCHITECT. SUBSTITUTIONS MUST BE APPROVED BY
LANDSCAPE ARCHITECT.

NOTES

14

UTILITY FIXTURE SCHEDULE

SPECIFICATIONSDETAIL IMAGE

SU
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TS

NAME: COMMERCIAL 10M 100 LED OUTDOOR CHRISTMAS LIGHTS
MODEL:  EV-LED-CL-10M
LIGHT COLOR TEMP: 3000K
MOUNTING: HEAVY DUTY BRANCH S-HOOKS, POWDER COATED.

 15 STRANDS (0.03 AMPS/STRAND) PER TREE.
ELECTRICAL REQUIREMENTS: ONE WATERPROOF GFCI OUTLET PER TREE. MOUNT

   AS CLOSE TO BASE OF TREE AS POSSIBLE WITHOUT
   DAMAGING ROOTS. SEE ELECTRICAL PLANS.

QTY: 17 TREES (CONTRACTOR TO CONFIRM QTY. PRIOR TO PURCHASING)

MANUFACTURER
ILLUMINUS CONTACT: Mark Dover

       Mark@georgialightscapes.com
         www.georgialightscapes.com
         678-447-7068

1. FOLLOW ALL MANUFACTURER'S SPECIFICATIONS FOR INSTALLATION.
2. CONTRACTOR TO ENSURE ALL MOUNTING EQUIPMENT AND ACCESSORIES

NECESSARY PER MANUFACTURER'S SPECIFICATION ARE AVAILABLE FOR
PROPER INSTALLATION.

3. CONTRACTOR TO CONFIRM VIABILITY OF INSTALLATION IN EACH TREE PRIOR
TO INSTALLATION.

4. PRODUCT TO BE AS SPECIFIED OR EQUAL AS DETERMINED BY LANDSCAPE
ARCHITECT. SUBSTITUTIONS MUST BE APPROVED BY LANDSCAPE ARCHITECT.

NOTES

PRODUCT

8

PA
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NAME: STREETWORKS ARCHEON MEDIUM
MODEL:  ARCH-M-PA2-160-740-U-T4W
FINISH:  BLACK
LIGHT COLOR TEMP: 4000k
MOUNTING: POLE MOUNTED, CONFIGURATION PER GA POWER
POLE: 30' HEIGHT, PRODUCT PER GA POWER
QTY: 4 (CONTRACTOR TO CONFIRM QUANTITIES PRIOR TO PURCHASING)

MANUFACTURER

1. FOLLOW ALL MANUFACTURER'S SPECIFICATIONS FOR INSTALLATION.
2. CONTRACTOR TO ENSURE ALL MOUNTING EQUIPMENT AND

ACCESSORIES NECESSARY PER MANUFACTURER'S SPECIFICATION
ARE AVAILABLE FOR PROPER INSTALLATION.

3. PRODUCT TO BE AS SPECIFIED OR EQUAL AS DETERMINED BY
LANDSCAPE ARCHITECT. SUBSTITUTIONS MUST BE APPROVED BY
LANDSCAPE ARCHITECT.

LIGHT TO BE INSTALLED BY GEORGIA POWER AND SUB-METERED
SEPARATELY FROM OTHER PARK LIGHTS

NOTES

PRODUCT

COOPER LIGHTING SOLUTIONS
WEB: WWW.COOPERLIGHTING.COM
CONTACT: BRANDON JENKINS
EMAIL: bsjenkin@southernco.com

2

SI
G

N
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H

T

NAME: FOCUS +1
MODEL:  F+1-SA-10-ELL-BK-3K-UNV-NA
FINISH:  BLACK
LIGHT COLOR TEMP: 3000K
MOUNTING: TBD
QTY: 2 (CONTRACTOR TO CONFIRM QUANTITIES PRIOR TO PURCHASING)

MANUFACTURER
PERFORMANCE IN LIGHTING
WEB: WWW.PERFORMANCEINLIGHTING.COM
CONTACT: THOMAS NICHOLS
EMAIL: tnichols@sescolighting.com

1. FOLLOW ALL MANUFACTURER'S SPECIFICATIONS FOR INSTALLATION.
2. CONTRACTOR TO ENSURE ALL MOUNTING EQUIPMENT AND

ACCESSORIES NECESSARY PER MANUFACTURER'S SPECIFICATION
ARE AVAILABLE FOR PROPER INSTALLATION.

3. PRODUCT TO BE AS SPECIFIED OR EQUAL AS DETERMINED BY
LANDSCAPE ARCHITECT. SUBSTITUTIONS MUST BE APPROVED BY
LANDSCAPE ARCHITECT.

NOTES

PRODUCT

9

G
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ED
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TA

L

NAME:  POWER PEDESTAL KIT
MODEL: 1BH42-1
HEIGHT: 42" TOTAL - 18" ABOVE GRADE
HINGE: STANDARD
FINISH:  BLACK
ELECTRICAL SPECIFICATION: 1-GANG 20A/120V GFCI OUTLET
MOUNTING: DIRECT BURIAL
QTY: 5 (CONTRACTOR TO CONFIRM QUANTITIES PRIOR TO PURCHASING)

MANUFACTURER
LEVITON
WEB: WWW.LEVITON.COM

1. FOLLOW ALL MANUFACTURER'S SPECIFICATIONS FOR INSTALLATION.
2. CONTRACTOR TO ENSURE ALL MOUNTING EQUIPMENT AND

ACCESSORIES NECESSARY PER MANUFACTURER'S SPECIFICATION
ARE AVAILABLE FOR PROPER INSTALLATION.

3. PRODUCT TO BE AS SPECIFIED OR EQUAL AS DETERMINED BY
LANDSCAPE ARCHITECT. SUBSTITUTIONS MUST BE APPROVED BY
LANDSCAPE ARCHITECT.

NOTES

PRODUCT

10
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L

NAME: EATON POWERSLIDE
FINISH: STANDARD SANDALWOOD
MOUNTING: DIRECT BURIAL
ELECTRICAL SPECIFICATION: 50A/250V SERVICE W/ NEMA 14-50 RECEPTACLE
WATER SPECIFICATION: 3/4" BALL VALVE W/ 3/4" FEMALE NPT FITTING
QTY: 2 (CONTRACTOR TO CONFIRM QUANTITIES PRIOR TO PURCHASING)

MANUFACTURER
EATON
WEB: WWW.EATON.COM

1. FOLLOW ALL MANUFACTURER'S SPECIFICATIONS FOR INSTALLATION.
2. CONTRACTOR TO ENSURE ALL MOUNTING EQUIPMENT AND

ACCESSORIES NECESSARY PER MANUFACTURER'S SPECIFICATION
ARE AVAILABLE FOR PROPER INSTALLATION.

3. PRODUCT TO BE AS SPECIFIED OR EQUAL AS DETERMINED BY
LANDSCAPE ARCHITECT. SUBSTITUTIONS MUST BE APPROVED BY
LANDSCAPE ARCHITECT.

NOTES

PRODUCT

12

BO
AR

D
W
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K 
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G

H
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N
G

NAME: VALENT WET LOCATION HIGH DENSITY LED TAPE LIGHT
MODEL:  DI-24V-VL2-30-W100-45-PD-MC-O/O-FACTORY ASSEMBLY
LIGHT COLOR TEMP: 3000K
MOUNTING: 45° CHANNEL. SEE DETAIL

CHANNEL FINISH: TBD
CHANNEL LENS: PREMIUM DIFFUSION

DRIVER: OMNIDRIVE X DIMMABLE DRIVER. MODEL: DI-ODX-24V120W-J
QTY: APPROXIMATELY 538 TOTAL LINEAR FEET. CONTRACTOR TO CONFIRM
QUANTITIES BEFORE ORDERING.

MANUFACTURER
DIODE LED WEB: WWW.DIODELED.COM
CONTACT: THOMAS NICHOLS EMAIL: tnichols@sescolighting.com

1. FOLLOW ALL MANUFACTURER'S SPECIFICATIONS FOR INSTALLATION.
2. CONTRACTOR TO ENSURE ALL MOUNTING EQUIPMENT AND

ACCESSORIES NECESSARY PER MANUFACTURER'S SPECIFICATION
ARE AVAILABLE FOR PROPER INSTALLATION.

3. CONTRACTOR TO SUBMIT SHOP DRAWINGS DETAILING ALL CABLE
RUNS, REMOTE TRANSFORMER LOCATIONS AND ATTACHMENT
DETAILS

4. PRODUCT TO BE AS SPECIFIED OR EQUAL AS DETERMINED BY
LANDSCAPE ARCHITECT. SUBSTITUTIONS MUST BE APPROVED BY
LANDSCAPE ARCHITECT.

NOTES

PRODUCT

5/LS-420

11
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MANUFACTURER
STREETLIFE
WEBSITE:  WWW.STREETLIFE.NL
CONTACT: ALEXANDER VAN ZWEEDEN
EMAIL: avanzweeden@streetlife.com

PRODUCT
STRIP BIKE RACK
GENERAL DIMENSIONS: 30" H, 28" W
MATERIAL: WEATHERING STEEL
MOUNTING: EMBEDDED

QTY: 3
CONTRACTOR TO CONFIRM QUANTITIES PRIOR TO PURCHASING

1. FOLLOW ALL MANUFACTURER'S SPECIFICATIONS FOR INSTALLATION.
2. PRODUCT TO BE AS SPECIFIED OR EQUAL AS DETERMINED BY

LANDSCAPE ARCHITECT. SUBSTITUTIONS MUST BE APPROVED BY
LANDSCAPE ARCHITECT.
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MANUFACTURER
KIRBY-BUILT
WEBSITE: WWW.KIRBYBUILT.COM

PRODUCT
DOUBLE CASSIDY RECEPTACLES
SKU: VCJ1810
GENERAL DIMENSIONS: 57.75" L, 27.25" W, 30.75" H
FINISH: BLACK
LID TYPE: FLAT
MOUNTING: SURFACE MOUNTED

QTY: 6
CONTRACTOR TO CONFIRM QUANTITIES PRIOR TO PURCHASING

1. FOLLOW ALL MANUFACTURER'S SPECIFICATIONS FOR INSTALLATION.
2. PRODUCT TO BE AS SPECIFIED OR EQUAL AS DETERMINED BY

LANDSCAPE ARCHITECT. SUBSTITUTIONS MUST BE APPROVED BY
LANDSCAPE ARCHITECT.
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MANUFACTURER
DOG ON IT
WEBSITE:  WWW.DOG-ON-IT.COM

PRODUCT
COMPLETE DOG WASTE STATION - SINGLE PULL, SQUARE RECEPTACLE
SKU: 7408S
GENERAL DIMENSIONS: 73" H, 18" W, 10" D
MATERIAL: POWDERCOATED ALUMINUM
COLOR: BLACK
MOUNTING: EMBEDDED

QTY: 3
CONTRACTOR TO CONFIRM QUANTITIES PRIOR TO PURCHASING

1. FOLLOW ALL MANUFACTURER'S SPECIFICATIONS FOR INSTALLATION.
2. PRODUCT TO BE AS SPECIFIED OR EQUAL AS DETERMINED BY

LANDSCAPE ARCHITECT. SUBSTITUTIONS MUST BE APPROVED BY
LANDSCAPE ARCHITECT.
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MANUFACTURER
KIRBY-BUILT
WEBSITE: WWW.KIRBYBUILT.COM

PRODUCT
CASSIDY ARCHED BACK BENCH (6' LENGTH)
SKU: VCJ1205-BK
GENERAL DIMENSIONS: 74" L, 25" W, 34" H
FINISH: BLACK ONYX
MOUNTING: SURFACE MOUNTED

QTY: 4
CONTRACTOR TO CONFIRM QUANTITIES PRIOR TO PURCHASING

1. FOLLOW ALL MANUFACTURER'S SPECIFICATIONS FOR INSTALLATION.
2. PRODUCT TO BE AS SPECIFIED OR EQUAL AS DETERMINED BY

LANDSCAPE ARCHITECT. SUBSTITUTIONS MUST BE APPROVED BY
LANDSCAPE ARCHITECT.
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MANUFACTURER
B.I.G. ENTERPRISES
WEBSITE: WWW.BIGBOOTH.COM
CONTACT: DAVE KING
EMAIL: dking@bigbooth.com

PRODUCT
STANDARD TRANSIT SHELTER
MODEL #: TS68
GENERAL DIMENSIONS: 9'-7" H, 8'-11" W, 7'-11" W
FINISH: BLACK
MOUNTING: SURFACE MOUNTED PER MANUFACTURER'S
RECOMMENDATIONS

QTY: 1
CONTRACTOR TO CONFIRM QUANTITIES PRIOR TO PURCHASING

1. FOLLOW ALL MANUFACTURER'S SPECIFICATIONS FOR INSTALLATION.
2. PRODUCT TO BE AS SPECIFIED OR EQUAL AS DETERMINED BY

LANDSCAPE ARCHITECT. SUBSTITUTIONS MUST BE APPROVED BY
LANDSCAPE ARCHITECT.
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MANUFACTURER
SPOTLIGHT SOLAR
WEBSITE: WWW.SPOTLIGHTSOLAR.COM
CONTACT: TOM GRIMES
EMAIL: tom.grimes@spotlightsolar.com

PRODUCT
HAVEN SOLAR CANOPY
GENERAL DIMENSIONS: 8'-7" H, 11'-7" L, 10'-1" W
CONFIGURATION:

TABLE HEIGHT
ONE SIDE WITH FULL BENCH
ONE SIDE WITH SPLIT BENCH ADA COMPLIANT SEATING
LED LIGHTING WITH LARGER BATTERY

MOUNTING: SURFACE MOUNTED PER MANUFACTURER'S
RECOMMENDATIONS.

QTY: 2
CONTRACTOR TO CONFIRM QUANTITIES AND OPTIONS WITH OWNER
AND LANDSCAPE ARCHITECT PRIOR TO PURCHASING

1. FOLLOW ALL MANUFACTURER'S SPECIFICATIONS FOR INSTALLATION.
2. PRODUCT TO BE AS SPECIFIED OR EQUAL AS DETERMINED BY

LANDSCAPE ARCHITECT. SUBSTITUTIONS MUST BE APPROVED BY
LANDSCAPE ARCHITECT.
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MANUFACTURER

PRODUCT
ROUGH&READY LOUNGE SEATS

GENERAL DIMENSIONS: 36" H, 24" W, 36" D
SEAT MATERIAL: ACCOYA
BASE FINISH: WEATHERING STEEL
MOUNTING: SURFACE MOUNTED TO BOARDWALK

QTY: 5
CONTRACTOR TO CONFIRM QUANTITIES PRIOR TO PURCHASING

STREETLIFE
WEBSITE:  WWW.STREETLIFE.NL
CONTACT: ALEXANDER VAN ZWEEDEN
EMAIL: avanzweeden@streetlife.com
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MANUFACTURER

PRODUCT
OPEN BOLLARD - REMOVABLE
GENERAL DIMENSIONS: 35" H
MATERIAL: WEATHERING STEEL
MOUNTING: EMBEDDED (REMOVABLE)

QTY: 8
CONTRACTOR TO CONFIRM QUANTITIES PRIOR TO PURCHASING

1. FOLLOW ALL MANUFACTURER'S SPECIFICATIONS FOR INSTALLATION.
2. PRODUCT TO BE AS SPECIFIED OR EQUAL AS DETERMINED BY

LANDSCAPE ARCHITECT. SUBSTITUTIONS MUST BE APPROVED BY
LANDSCAPE ARCHITECT.
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STREETLIFE
WEBSITE:  WWW.STREETLIFE.NL
CONTACT: ALEXANDER VAN ZWEEDEN
EMAIL: avanzweeden@streetlife.com
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MANUFACTURER

PRODUCT
OPEN BOLLARD
GENERAL DIMENSIONS: 35" H
MATERIAL: WEATHERING STEEL
MOUNTING: EMBEDDED (FIXED)

QTY: 12
CONTRACTOR TO CONFIRM QUANTITIES PRIOR TO PURCHASING

STREETLIFE
WEBSITE:  WWW.STREETLIFE.NL
CONTACT: ALEXANDER VAN ZWEEDEN
EMAIL: avanzweeden@streetlife.com

1. FOLLOW ALL MANUFACTURER'S SPECIFICATIONS FOR INSTALLATION.
2. PRODUCT TO BE AS SPECIFIED OR EQUAL AS DETERMINED BY

LANDSCAPE ARCHITECT. SUBSTITUTIONS MUST BE APPROVED BY
LANDSCAPE ARCHITECT.
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MANUFACTURER

PRODUCT
PARKING BUMPER
GENERAL DIMENSIONS: 5" H, 72" W, 9" D
MATERIAL: 3,000 PSI CONCRETE WITH #3 REBAR

QTY: 3
CONTRACTOR TO CONFIRM QUANTITIES PRIOR TO PURCHASING

CENTURY GROUP
WEBSITE:  WWW.CENTURYGRP.COM
PHONE: 800.527.5232

1. FOLLOW ALL MANUFACTURER'S SPECIFICATIONS FOR INSTALLATION.
2. PRODUCT TO BE AS SPECIFIED OR EQUAL AS DETERMINED BY

LANDSCAPE ARCHITECT. SUBSTITUTIONS MUST BE APPROVED BY
LANDSCAPE ARCHITECT.
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