FOR
RE CIRCUIT
EXTERIOR LIGHTING FIXTURE SCHEDULE
TAG DESCRIPTION WATTS MAKE: MODEL
AREA LIGHT 15W | SEE 3/LS-501 FOR FIXTURE SPECIFICATIONS
; P [ PEDESTRIAN LIGHT 50W | SEE 4/LS-501 FOR FIXTURE SPECIFICATIONS
B [ BOLLARD LIGHT 27W | SEE 5/LS-501 FOR FIXTURE SPECIFICATIONS
S | STEP LIGHT 7W | SEE 6/LS-501 FOR FIXTURE SPECIFICATIONS
UL | UP LIGHT 7W [ SEE 7/LS-501 FOR FIXTURE SPECIFICATIONS
TL [ SUSPENDED TREE LIGHTS 17W | SEE 8/LS-501 FOR FIXTURE SPECIFICATIONS
SL | SIGN LIGHT 19W | SEE 9/LS-501 FOR FIXTURE SPECIFICATIONS
R [ BOARDWALK LIGHTING 1.72W/FT SEE 11/LS-501 FOR FIXTURE SPECIFICATIONS
THE ABOVE FIXTURES LISTED ARE THE BASIS OF DESIGN. ANY ALTERNATE MANUFACTURER MUST BE 1447 Peachtree Street NE. Suite 850
EQUAL OR BETTER THAN THE BASIS OF DESIGN FIXTURES WITH RESPECT TO CONSTRUCTION, AESTHETICS, Qg:gs;gsgggia 30309
AND PHOTOMETRICE VALUES. WHERE NOT DEEMED EQUAL BY THE ENGINEER AND/OR ARCHITECT, THE www.tsw-design.com
BASIS OF DESIGN FIXTURES SHALL BE SUPPLIED AND INSTALLED. FOR EMERGENCY FIXTURES CONNECT
UNSWITC TTERY—INVERTER UNIT AND SWITCHED CIRCUIT TO FIXTURE BALLAST. VERIFY Copyright. All rights reserved. Reproduction in whole
WU'REMEWS WITH OWNER. ornpat s profibled. This auing s an instumont
in any way without the written permission of this office.
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) 0 @ EATON POWERSLIDE 100A RV PEDESTAL WITH 50A/2P,
- / \ 30A/2P AND 20A/1P BREAKERS AND OUTLETS. ROUTE
s 1 Ui \ 3#3, 1#8(G), 1 1/4°C. TO BREAKER INDICATED. SEE
#10 FOR S=26 | § | \g &) ‘. 12/LS-501.
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\ ; = - - EXACT LOCATION WITH IRRIGATION CONTRACTOR.
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f / /// @ STUB—UP AND CAP 3/4"C. FOR FUTURE ART LOCATION.
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1. ALL EMERGENCY EGRESS LIGHTS, TYPE "Z", SHALL BE UNSWITCHED.

seal

2. TIME SWITCH FOR BUILDING SHALL BE IDEC #FL1F-H12RCC SMART RELAY,
120VAC POWER, WITH (4) NORMALLY OPEN OUTPUT CONTACTS. CONNECT
POWER TO P-11. CONTROL CIRCUITS INDICATED IN PANELBOARD B.
PROGRAM AS DIRECTED BY OWNER.

Q&Q,\STE,?Q

3. SCREWS FOR DEVICE COVERPLATES IN RESTROOMS AND OUTSIDE SHALL BE
TAMPERPROOF TYPE.

4. ALL CONDUIT IN RESTROOM AREAS SHALL BE CONCEALED.

5. ELECTRICAL CONTRACTOR TO REVIEW SPLASH PAD SCOPE AND COORDINATE comsultant
EXACT ELECTRICAL REQUIREMENTS FOR SPLASH PAD.

Consulting,LLC

ROOF OVERHANG C: cova Ie“t

5256 Peachtree Rd.

S i 6,—‘#8(@7,‘1’"62.““8‘229*3'1"&3"3"5"____________________T —————————————————————— . Suite 160

|
B=Ter P METER | Atlanta, GA 30341
@ @ DISCONNECT | 404-355-9334 main
[ |

iR - | KEY NOTES

WIRE CIRCUIT THROUGH TIME SWITCH. SEE GENERAL NOTE 2. MOUNT
NEXT TO PANEL B.

revisions

/
- ' F— i T SITE LIGHTING

IME CLOCK
CONNECT 120V, 1¢ HAND DRYER. COORDINATE EXACT LOCATION & .,{

HEIGHT.

WIRE THROUGH FIRST CONTACT IN RELAY/POWER PACKS.

AN

WIRE THROUGH SECOND CONTACT IN BOTH RELAY/POWER PACKS FOR

7 I i @

RESTROOM LIGHTS SO THAT FAN WILL BE ON IF LIGHTS IN EITHER
RESTROOM ARE ON.

— ! SLEC pANEL s/
EW O |
B ©
[ PANEL B| | BUILDING
— TIME SWITCH
®

© Y e

ROUTE SITE LIGHTING/SITE RECEPTACLE CIRCUITS THROUGH

] LIGHTING CONTACTOR. CONTACTOR SHALL BE CONTROLLED BY
TIMECLOCK. TIMECLOCK SHALL BE 24 HOUR 7 DAY WITH

< CARRYOQVER; INTERMATIC ET1705C SERIES OR EQUAL BY PARAGON
_— OR TORK. LOCATE TIMECLOCK NEXT TO PANEL S IN ELECTRICAL

A8 @ | ROOM.

MOUNT REQUIRED TRANSFORMERS FOR FLUSH VALVES AND FAUCETS IN
= PLUMBING CHASE. PROVIDE COMPLETE INSTALLATION OF ALL

S

project information

= HARDWIRED HANDS—FREE FIXTURES INCLUDING LOW—VOLTAGE WIRING
/ FROM TRANSFORMER TO FIXTURES.

SOUTH CANTON
PARK

CISTERN PUMPING UNIT. SEE IRRIGATION DRAWINGS FOR EXACT

LOCATION AND REQUIREMENTS.
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(22 BE CONTROLLED BY TIMECLOCK. TIMECLOCK SHALL BE 24 HOUR 7

~— DAY WITH CARRYOVER; INTERMATIC ET1705C SERIES OR EQUAL BY
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PLUMBING ABBREVIATIONS

LANNING - ARCHITECTURE

ABBREVIATION/DEFINITION ABBREVIATION/DEFINITION PLUMBING CGENERAL NOTES: ANDSCAPE ARCHITECTURE
A/C | ABOVE CEILING GEN GENERAL
AFF ABOVE FINISHED FLOOR HB HOSE BIBB 1. COORDINATE WORK WITH ARCHITECTURAL, STRUCTURAL, MECHANICAL, AND ELECTRICAL 1447 Peschree SrsetNE, St 850
TRADES. PIPE ROUTING SHOWN IS DIAGRAMMATIC, PROVIDE OFFSETS, ETC., TO AVOID 404.875.6730

B/F | BELOW FLOOR HD HUB DRAIN (OPEN PIPE HUB) INTERFERENCES WITH EQUIPMENT, PIPING, DUCTWORK, LIGHTS, CONDUIT, ETC.. o tsw-design.com
5/G | BELOW GRADE W HOT WATER 2. COORDINATE FLOOR PENETRATIONS WITH STRUCTURAL DRAWINGS. SET SLEEVES IN Copyright. Al rights reserved. Reproduction in whol

. . o_pyrlg 8 I’Ig- lS reserye . epro Ucl IOrI In whole
BLDG | BUILDING e INVERT ELEVATION FLOORS AND WALLS AND ATTACHMENTS FOR HANGERS AS CONSTRUCTION PROGRESSES. PRESSURE GAUGE WATER o semvcs e property of TOW and oy ot b used
co CLEANOUT PLBG | PLUMBING PENETRATIONS MUST BE SEALED AND HELD AS TIGHT TO COLUMNS OR WALLS AS SUPPLY To in any way without the written permission of this offce.
CONT | CONTINUATION PRV | PRESSURE REDUCING VALVE POSSIBLE. mﬁgUEZEs RSESI%:EISNG VALVE BLDG. ol
cw COLD WATER PVC POLYVINYL CHLORIDE 3. RUN VENT PIPING CONCEALED ABOVE CEILINGS OR IN WALLS UNLESS NOTED
D DRAIN RD ROOF DRAIN OTHERWISE ON DRAWINGS.
DN DOWN S SANITARY 4. PIPING SHALL BE SLOPED AS PER THE PLUMBING CODE UNLESS NOTED OTHERWISE ON
FCO FLOOR CLEANOUT TP TRAP PRIMER DRAWINGS. Ll—rll___ E’BE\_I g g

o) O
FD FLOOR DRAIN VIR VENT THROUGH ROOF 5. CONTRACTOR SHALL EXTEND WATER, AND SANITARY SEWER PIPING TO UTILITIES OUTSIDE i [ A -
GCO | GRADE CLEANOUT W WASTE BUILDING. REFER TO SITE PLAN FOR CONTINUATION & LOCATION OF OUTSIDE UTILITIES. Z
BACKFLOW PREVENTER
WCO | WAL CLEANOUT 6. HOSE BIBBS SHALL BE MOUNTED 1°—6" ABOVE FINISHED FLOOR. WATTS LFOO7 SERIES, AS
WHA | WATER HAMMER ARRESTOR ]’I REQUIRED BY LOCAL UTILITY consultant
WYE STRAINER

7. COORDINATE UNDERGROUND PIPING WITH GRADE BEAMS AND WALL FOOTINGS. L

8. REFER TO ARCHITECTURAL DRAWINGS FOR EXACT LOCATION OF PLUMBING FIXTURES. WATTS 745 SERIES

NOTE: THESE ARE STANDARD ABBREVIATIONS, ALL ABBREVIATIONS SHOWN ABOVE MAY NOT APPEAR ON DRAWINGS.

- @Q Covalent

EXACT LOCATION OF FIXTURES MUST BE VERIFIED IN THE FIELD PRIOR TO INSTALLATION. WATER SHUT OFF VALVE Consulting,LLC
FINAL LOCATION SHALL BE AS DIRECTED BY ARCHITECT. SOURCE 3/4 DRAN VALVE ‘
WITH HOSE BIB END
PLUMBING LEGEND 9. DO NOT RUN PLUMBING PIPING THROUGH ELECTRICAL ROOMS OR DIRECTLY ABOVE 5256 Peachtree Rd.
ELECTRICAL PANELS. iﬁ'te; 6(()3A 20341
SYMBOL DESCRIPTION SYMBOL DESCRIPTION , 402”32’5 9334 ma
10. INSTALL WATER HAMMER ARRESTORS (PDI'S) ON DOMESTIC COLD WATER LINES AT EACH -355- main
— —Ss— — | SANTARY SEWER — | T FIXTURE OR BATTERY OF FIXTURES AS INDICATED ON THE DRAWINGS & IN ACCORDANCE
WITH THE INTERNATIONAL PLUMBING CODE. ARRESTORS SHALL BE INSTALLED IN AN 1 WATE_R ENTRANCE DETAIL
— — W= — | WASIE I——— | CLEANOUT ACCESSIBLE LOCATION. PROVIDE 14x14” ACCESS DOOR AT ARRESTORS, ACCESS DOORS Scale: NOT TO SCALE
—————— SANITARY VENT = VALVE IN CAST IRON BOX W/ CONC. PAD TO BE LOCATED SO THAT ARRESTORS ARE EASILY ACCESSIBLE FOR MAINTENANCE.
@— ’ ”
BELOW GRADE PIPING FLOOR CLEANOUT 11. PLUMBING VENTS EXTENDING THROUGH ROOF SHALL TERMINATE AT 1'—0" ABOVE ROOF
ABOVE GRADE PIPING Es— | FLOOR SINK W/ HALF GRATE AND AT A MINIMUM DISTANCE OF 12'—0" HORIZONTALLY FROM ANY AIR INTAKE OR
— - ———— | DOMESTIC COLD WATER SUPPLY B=—— | FLOOR SINK W/ FULL GRATE OPERABLE WINDOW.
- DOMESTIC HOT WATER SUPPLY (110°F) Qe— | FLOOR DRAN 12. ALL OPEN DRAIN TRAPS SUBJECT TO EVAPORATION SHALL BE PROVIDED WITH TRAP
o—— | RISER DOWN (ELBOW) oe———— | HUB DRAIN OR OPEN SITE DRAIN PRIMER OR TRAP GUARD PROTECTION. 3/47CW
o—— | RISER UP (ELBOW) o+ HOSE BIBB 3/4°HW
o RISE OR DROP ~ STRAINER
s BRANCH — BOTTOM CONNECTION i1 UNION THERMOMETER
& BRANCH — TOP CONNECTION ] CAP ON END OF PIPE
| BRANCH — SIDE CONNECTION ) BREAK ~
o VALVE IN RISE § THERMOMETER ESITDP‘@TER
X ANGLE VALVE 2 PRESSURE GAUGE WITH GAUGE COCK T l EXPANSION TANK broject information
SIZE PER MANU.
>< BALANCING VALVE ~+~<D<H—H><+ | BACKFLOW PREVENTER W/ STRAINER VACUUM RELIEF VALVE SIZE PER MANU. SOUTH CANTON
ot STOP VALVE ™ METER WATTS N36
PARK
N CHECK VALVE L\ TEMPERATURE & PRESSURE RELIEF VALVE N
<t SHUT—OFF VALVE NS
Dad GLOBE VALVE WATER HEATER SCHEDULE - ELECTRIC /E’ 3 N \
5 MOTOR OPERATED VALVE MARK | BASISOF | STORAGE | INPUT |VOLTAGE| PHASE | GPHRECOVERY | ACCESSORIES B COLD WATER
ok PRESSURE REDUCING VALVE DESIGN | CAPACITY | (KW) @60° RISE SUPPLY
& SOLENOID OPERATED VALVE (GALS.) UNION (TYPICAL)
/EQ\ @ T&P RELIEF (TYPICAL)
EQUIPMENT DESIGNATION ) ]
“ WH-1 AO SMITH 10 1.5 120 1 6 1-5 J T&P DRAIN
DEL-10 N
NOTE: THIS IS A STANDARD LEGEND. ALL ITEMS SHOWN MAY NOT APPEAR ON DRAWINGS. =~ DRAIN VALVE
ACCESSORIES: ‘ FLOOR DRAIN
1. TEMPERATURE & PRESSURE RELIEF VALVE. SPILL IN DRAIN PAN. _/ /
WATER HEATER STAND
2. DIELECTRIC FITTINGS ON INLET & OUTLET.
3. GATE VALVES WITH UNIONS ON WATER INLET & OUTLET.
4. PROVIDE EXPANSION TANK OR THERMAL EXPANSION RELIEF VALVE.
5. OR EQUAL: BRADFORDWHITE, RINNAI, RHEEM. > WATER HEATER DETAIL
MARK AREA DRAIN GRATE TYPE BASIS OF DESIGN ACCESSORIES
SERVING SIZE SIZE
FD RESTROOM SEE PLAN 5" FLOOR DRAIN J.R. SMITH 2010 1,2,3,7,10
ACCESSORIES:
1. TRAP PRIMER CONNECTION
PLUMBING FIXTURE CONNECTION SCHEDULE
2. LIGHT DUTY GRATE
ITEM FIXTURE CcwW HW WATER | WASTE MOUNTING BASIS OF DESIGN
3. SEDIMENT BUCKET HEIGHT
USAGE TRIM / FAUCET FIXTURE
= MERIRONTY GRATE P-1 WATER CLOSET - FV, WH, ADA, VANDAL RESISTANT i T 1.28 GPF 3" RIM AT 15" SLOAN 1520-ESS-1.28-DFB-OR-W/BOX-2-10-3/4-LDIM-HW |ACORN: PENAL WARE 2105 (1, 2, 3)
5 BOMEBCT IOMETRAINER P-1A  |WATER CLOSET - FV, WH, ADA, VANDAL RESISTANT iln - 1.28 GPF 3" RIM AT 17" SLOAN 1520-ESS-1.28-DFB-OR-W/BOX-2-10-3/4-LDIM-HW |ACORN: PENAL WARE 2105 (1, 2, 3)
e P-2 URINAL-FM, WASHOUT 3/4" — 0.5 GPF 3" RIM AT 24" SLOAN 195-ESS-0.5-OR-2-103-/4"-LDIM-HW ACORN: PENAL WARE 1709 (3)
7. ROUND TOP P-3 LAVATORIES - WH, ADA 1/2" 1/2" 0.5 GPM 1-1/4" RIM AT 34" SLOAN:ETF-880-4-BOX-ADM-CP-0.5GPM-MLM-IR-BT-FCT ACORN: DURA WARE 1953
B RalF CRAIE P-4 MOP BASIN 3/4" 3/4" N/A 3" RIM AT 10" FIAT: 830AA FIAT: MSB 2424 W/RIM GUARD
9. HEEL PROOF GRATE
P-5 DRINKING FOUNTAIN, PEDESTAL, ADA, VANDAL RESISTANT 1/2" - N/A 1-1/4" LOW SPOUT AT 33" - ELKAY: LK4420
10. OR EQUAL: ZURN, JOSAM
NOTES: (ALL APPLY)

1. WATER CLOSETS: AUTOMATIC CONTROLS FOR FLUSH VALVES SHALL BE WALL MOUNTED (RECESSED).

2. SEAT: BEMIS 1955CT

3. HANDS-FREE FAUCETS AND VALVES ARE TO BE PROVIDED WITH HARDWIRED CONNECTIONS, INCLUDING REQUIRED TRANSFORMERS.
COORDINATE WITH ELECTRICAL TRADE ON INSTALLATION OF TRANSFORMERS, HARDWIRING OF FAUCET/TRIM, AND POWER CONNECTIONS FOR EACH FIXTURE.
TRANSFORMERS MAY OPERATE MULTIPLE FIXTURES, ONLY WHERE PERMITTED IN MANUFACTURER'S INSTALLATION LITERATURE.
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KEY NOTES

(APPLY TO THIS SHEET ONLY)

(1) 1/2°CW & HW DOWN.

(2) 3/4°CW DOWN.

(3) PRV/BACKFLOW ASSEMBLY. INSTALL IN VERTICAL LINE AT WALL.
{4y 1-1/4"CW HEADER. ROUTE AGAINST THE WALL AT FLUSH VALVE

LOCATIONS.
(5) 1-1/2"CW HEADER. ROUTE AGAINST THE WALL AT FLUSH VALVE
LOCATIONS.
() 3/4’CW & HW DOWN.
REFER TO CIVIL ROOF OVERHANG
DWGS. FOR \ R
CONTINUATION ~
/ -\
J
2"CW-B/6— NFWH ®
' =
N e 7 q—
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a ﬂ
T 1 %
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~ 1/2"CW-B/F
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>} RESTROOM PLAN SUPPLY
Scale: 1/4" = 1'-0"

GENERAL NOTES

1. HEAT TRACE HOT WATER PIPING FROM THE WATER HEATER TO WITHIN TWO FEET
OF FAUCET CONNECTION. CHROMOLOX HWM, 5 WATTS PER LINEAL FOOT, SELF REGULATING
FOR 110" F.

(APPLY TO THIS SHEET ONLY)

2. HEAT TRACE COLD WATER PIPING BELOW THE LAVATORY FOR FREEZE PROTECTION
CHROMOLOX HWM, 3 WATTS PER LINEAL FOOT, SELF REGULATING FOR 35° F.

3. PROVIDE TEMPERATURE MIXING VALVES AT EACH LAVATORY. WATTS LFMMV-UT-M1.
1/2" INLET & OUTLET.

4. MOUNT REQUIRED TRANSFORMERS FOR FLUSH VALVES AND FAUCETS IN PLUMBING
CHASE. COORDINATE WITH ELECTRICAL TRADE FOR COMPLETE INSTALLATION OF ALL
HARDWIRED HANDS—FREE FIXTURES INCLUDING LOW-VOLTAGE WIRING FROM TRANSFORMER

TO FIXTURES. ROOF OVERHANG
REFER TO CIVIL

DWGS. FOR N
CONTINUATION
(e)
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